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For 30 years, SALUPO has been a company 
engaged in the design and production of control 
panels for management and protection of water 
lifting systems.
Aligned with the trends and specifications of the 
moment, SALUPO is committed to provide a wide 
range of products, allowing to better respond 
to the development of customized solutions, 
being able on their side to adapt perfectly to 
the requests of individual customers, and then 
fully satisfying their requests and any specific 
market requirement.
Thanks to the SALUPO CONNECT platform, 
each panel is equipped with cutting-edge 
technologies, constantly updated to facilitate 
their use and monitoring their status wherever 
they are.
SALUPO is also very careful reducing its 
environmental impact by primarily promoting 
and implementing the use of renewable energy 
sources for its plants and partners’, and the 
proper disposal of waste materials.Thanks to 
an experienced and specialized research and 
development team, relying on the efficiency of 
young, attentive and motivated staff, SALUPO 
is able to impose its brand on the national and 
foreign market as a symbol of high quality and 
professionalism. With our products we are in 
fact present in over 30 countries, satisfying 
even the most selective and rigid standards 
compliant with ISO9001 certifications.

COMPANY SALUPO
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Design and manufacturing of electronic devices for electric pumps, electric panels and industrial machines; 
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GSM remote control device
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CODE TYPE INSTRUMENTS MOTORS STARTING CAPACITOR
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FIRE-FIGHTING CONTROL PANELS

SQ900.xx

SA900.xx

SA990.xx

SS900.xx

SS901.xx

SQ901.xx

SQ905.xx

STAR DELTA 1 EN

EVO 1 EN

JOCKEY 1 EN

BASIC ALARM EN

TOP ALARM EN

IMPEDANCE 1 EN

DIESEL 1 EN

CODE TYPE DESCRIPTION

OPTIONALS

ELECTROMECHANICAL CONTROL PANELS

DIN SERIES

PACKAGING

Star delta starting control panel for fire-fighting units (UNI EN-12845)

Visual and acoustic alarm indicator for fire-fighting units (UNI EN-12845)

Stator impedance starting control panel for fire-fighting units (UNI EN-12845)

Visual and acoustic alarm indicator with RS-485 connection for fire-fighting units (UNI EN-12845)

Motor pump starting control panel for fire-fighting units (UNI EN-12845)

Direct starting control panel for fire-fighting units (UNI EN-12845)

Direct starting control panel for Jockey pump
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EMC (Electromagnetic compatibility) tests on circuits
with positive results

Climatic chamber tests:
Operating temperature -5÷+50°C
Non-condensing humidity range 10÷60%
 

IP Protection degree IP65 verification Tests:
IP6x Completely sealed against dust and fumes
IPx5 Protected against water splashes

CE Certification

Strenghts: Calibration Certification



LABORATORIO DI TARATURA METRIX
Metrix Calibration Laboratory

Il Laboratorio Metrologico Metrix Engineering Srl è conforme alle Norme ISO 17025:2018, ISO 9001:2015.

The Metrology Laboratory of Metrix Engineering Srl complies with the ISO 17025:2018, ISO 9001:2015 standards.

METRIX Engineering Srl
Via Martiri di Nassiriya, s.n.c.

92020 Santo Stefano Quisquina(AG)

Tel.: +39.0922.992053   Fax: +39.0922.1837734

e-mail: info@metrix.it - web: www.metrix.it

RIEPILOGO VERIFICHE
Test Report Summary

  

- Destinatario SALUPO S.r.l.
C/da Pietra di Roma - via Vicolo VI, 2
98070 TORRENOVA (ME)

- Addressee
- Costruttore

SALUPO
- Manufacturer

- Data delle verifiche
dal 2020-03-06 al 2020-03-26- Date of tests

- Data delle verifiche

- Date of tests

- Luogo delle verifiche
- Test workingplace
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/ REQUIREMENTS ESITO / RESULT

PROVE DI COMPATIBILITÀ ELETTROMAGNETICA
EMC TESTS

 
 

CEI EN 55015:2014, CEI EN 61000-6-3:2013, 
CEI EN 61000-6-1:2016, CEI EN 61000-3-3:2014

 
 

PROVE SUPERATE CON ESITO POSITIVO
TESTS PASSED WITH POSITIVE RESULT

PROVE DI VERIFICA DEL GRADO DI PROTEZIONE IP
IP PROTECION GRADE TESTS

CEI EN 60529 PROVE SUPERATE CON ESITO POSITIVO PER IL GRADO:

TESTS PASSED WITH POSITIVE RESULT FOR  PROTECTION GRADE:
IP 65

PROVE DI VERIFICA, PROVE IN CAMERA CLIMATICA
VERIFICATION TESTS, CLIMATIC CHAMBER TESTS

CEI EN 61439-1:2012, CEI EN 61439-2:2012, 
IEC 60890:2018 (CEI 17-43)

PROVE SUPERATE CON ESITO POSITIVO.
INTERVALLO DI TEMPERATURA E UMIDITÀ NON CONDENSATA:

TESTS PASSED WITH POSITIVE RESULT .
TEMPERATURE AND NON CONDENSED RELATIVE HUMIDITY RANGES :

T: (-5 ÷ +50) °C Ur: (10 ÷ 60) %

Il Responsabile del Centro
Head of the Centre
Dott. Marco Leto
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QUADRI ELETTRONICI DISPLAY MONOFASE / TRIFASE 
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APPROVAL AND TEST FOR ELECTRICAL EQUIPMENT

AS/NZ 3100 : 2017 PROVE SUPERATE CON ESITO POSITIVO PER LE PROVE APPLICABILI

TESTS PASSED WITH POSITIVE RESULT FOR ALL APPLICABLE CLAUSES
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- Oggetto
- Item

  

   

VISUAL AND ACOUSTIC ALARM INDICATOR WITH SIREN SHUT-OFF BUTTON
AND BATTERY 

INDICATORE DI ALLARME VISIVO E ACUSTICO CON PULSANTE DI SPEGNIMENTO
DELLA SIRENA E BATTERIA 

- Scheda madre
SS101.xx- Motherboard
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3 own molds

Detachable cover with 180° opening

Custom imprint that identifies Salupo design

Guided and adjustable wall or pipe fixing brackets 

Pre-drilled boxes to prevent loss of protection degree

PCB protection insulation mat

Strenghts: Box





Multi-application control panels

Remote control systems (GPRS, Ethernet-WiFi, BMS)

Innovation

Sales consultancy

Technical assistance with telephone number and
Whatsapp

Service

Product returns below 1%

Reliability

Use of own photovoltaic system for production and
company needs

Members of CONSORZIO ERP ITALIA for WEEE disposal
service (Waste Electrical and Electronic Equipment)

Sustainability

Mission: Customer



SIGNALING AND REMOTE 
CONTROL SYSTEMS



SALUPO CONNECT
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ACCESS TO THE PLATFORM 

By entering your login credentials (e-mail and password) on the https://www.salupo.it site or on the APP, you can access 
the SALUPO CONNECT platform:

Salupo Connect is a remote monitoring service that allows you to supervise and control your systems from any 
computer or mobile device, but that is not all. 
Using this platform is simple and intuitive, and it is made available through the use of easily installable remo-
te-control extensions, available in 4G-LTE or Ethernet-WIFI versions.
Salupo Connect allows (you to):
         •  The management and monitoring of a system by using the Salupo Plus series of control panels. 

         •  The creation of interconnection networks between systems (hereinafter referred to as Bridge Systems)   	
             through the use of Smart Control Plus, allowing remote commands to be sent to the Plus series, to the  	
             Salupo panels, but also to non-Salupo electronic and/or electromechanical panels.

         •  Management of complex systems through the creation of a customized synoptic.

Available in multilingual
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salupoquadri.com
SYSTEM MONITORING
 
After logging into the Salupo Connect platform, you will access the Home page, which lists all associated sy-
stems (fig. 1).

Selecting a system gives access to Monitoring (fig. 2), from which it is possible to manage the entire system by 
sending commands to the motors. 

Figure 1:  Homepage Salupo Connect

Figure 2: Multiplus 2 monitoring
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SALUPO CONNECT Available in multilingual

By entering the control panel Setup, it will be possible to modify the setup parameters while the panel is in 
operation.
The management of Smart Control Plus is different, as it has various inputs, both digital and analogue 4-20mA, 
and programmable digital outputs, designed for the creation of bridge systems (described below) and to make 
electromechanical panels (which would otherwise be obsolete) “smart”, whether Salupo or not.
Below is the monitoring screen of a Smart Control Plus.

By entering the panel Setup, you can programme the Smart Control I/O as you wish, depending on what you want 
to achieve. Finally, in the Timeline (fig. 4), you can monitor the recorded parameters (voltage, electricity, pressure, 
etc.) in graph form and view the alarm timeline of the system itself, with the option of downloading the data for 
more accurate analysis.

Figure 3: Monitoring a Smart Control Plus

Figure 4: Control panel timeline



15

salupoquadri.com

UTILITIES

A V

DO

BRIDGE SYSTEMS USING SMART CONTROL PLUS

The term ‘Bridge system’ refers to the remote interconnection between different control panels. Below is an 
example of its application (https://www.youtube.com/watch?v=7D8dNEbnDKQ). 

Figure 5: Remote interconnection between a tank and a well using Smart Control Plus 

Figure 6: Remote interconnection between a tank and a well using an electromechanical panel (generic) 

COMPATIBILITY WITH NON-SALUPO SYSTEMS

Salupo Connect can also be used with non-Salupo products. For example, by combining an additional Smart 
Control Plus, it is possible to provide remote consent to a generic panel for starting a motor, based on inputs from 
another system (e.g., tank).

Well - Multiplus 1 (JGKIZV)

MOTOR 1 STATE MAXIMUM FLOAT SWITCH MINIMUM FLOAT SWITCH SYSTEM ALARM

Manual control disabled

MAINS VOLTAGE MOTOR 1 CURRENT

ACTIVE NOTICES

REMOTE CONTROLEXTERNAL CONTROLMOTOR 1 HOUR

System name Serial number Date Notice

Tank - Smart Control Plus (TKFLMM)

UTILITIES
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SALUPO CONNECT Available in multilingual

SALUPO FACTORY

TANK 1

TANK 3

TANK 2

%LEVEL:
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:
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00FFFF

00FFFF
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It will be possible to choose the variables to be displayed in the synoptic diagram, to make monitoring the system 
as simple as possible.

SYNOPTICS

In the case of complex systems, Synoptics are the winning weapon for simplifying their monitoring and 
management.
Thanks to the implementation of a customised synoptic on the Salupo Connect platform, it is possible to monitor 
numerous systems remotely in a simple and intuitive manner.

Figure 7: Example of a synoptic diagram



· 	 Multilingual Display LCD to visualize:
	 - Digital inputs logic status 
	 - Digital outputs logic status 
	 - Percentage value detected by analog inputs 
·	 Possibility to remote control any type of system 
·	 Customization of the names of the inputs and outputs 
·	 Customization of the measurement range detected by the 4-20mA
    sensor 
·	 Possibility to receive notifications in case of variation of the inputs
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· 	Operating voltage 24Vdc/230Vac 
· 	General disconnecting switch with door lock 
· 	Quad-band 4G LTE module (SC100.79/xx) 
· 	4G LTE antenna with magnetic base and 3m cable 
· 	RJ45 connector (SC100.59/xx) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40° C 
· 	Relative humidity 60% at 50°C (not condensed)

· 	N°12 completely programmable low voltage inputs 
· 	N°4 4-20mA inputs 
· 	N°4 outputs max 5A NC-COM-NO (pure contact)

CODE TYPE INPUTS OUTPUTS POWER SUPPLY DIMENSIONS mm WEIGHT BOX
DIGITAL ANALOG A-H L-W P-D Kg

SC100.79/024 SMART CONTROL PLUS 4G 12 4 4 24Vdc 285 245 140 2,2 03
SC100.79/230 SMART CONTROL PLUS 4G 12 4 4 230Vac 285 245 140 2,2 03
SC100.59/024 SMART CONTROL PLUS ETHERNET - WiFi 12 4 4 24Vdc 285 245 140 2,2 03
SC100.59/230 SMART CONTROL PLUS ETHERNET - WiFi 12 4 4 230Vac 285 245 140 2,2 03

4G/ETHERNET-WiFi remote control device with display

SMART CONTROL PLUS

· Remote control
· Customizable inputs and outputs
· Programmable analog inputs
· Events data logger
· Motherboard protection

SALUPO

Signaling and remote control systems

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

CODE TYPE

OP300.100/024 Solar kit 100W 24Vdc

CODE TYPE

AC507.11.05-300.00 GSM/GPRS antenna with 5dB bracket with 3mt cable and male SMA connector

OPTIONALS

SPARE PARTS

https://www.salupoquadri.com/innovation/prodotto/smart-control-plus/


CODE TYPE INPUTS OUTPUTS POWER SUPPLY DIMENSIONS mm WEIGHT BOX
A-H L-W P-D Kg

SC100.19/4 TOP GSM 4/4          4 4 230Vac 180 140 110 0,6 01H

TOP GSM
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CODE TYPE

OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OPTIONALS

GSM remote control device

Signaling and remote control systems

· Customizable SMS texts
· No supply mains signaling via SMS
· Output command via SMS or call

· 	Operating voltage 230Vac
· 	Quad-band GSM module 
· 	N°9 telephone numbers for inputs status communication 
· 	N°9 telephone numbers for power failure communication (only with  
   buffer battery) 
· 	ECHO function for checking SIM expiration and residual credit 
· 	GSM/GPRS antenna with magnetic base and 3m cable 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40°C

·	 N°4 completely programmable low voltage inputs 
·	 N°2 inputs for temperature probe 
·	 N°2 outputs max 5A NC-COM-NO (pure contact) 
·	 N°2 outputs max 5A COM-NO (pure contact)

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

https://www.salupoquadri.com/innovation/prodotto/top-gsm/
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CODE TYPE INDICATOR AUTONOMY POWER DIMENSIONS mm WEIGHT BOX
VISUAL ACOUSTIC SUPPLY A-H L-W P-D Kg

SS101.00 TOP ALARM VA 230 Led 90dB - 230Vac 180 140 110 0,7 01H
SS101.01 TOP ALARM VAB 230 Led 90dB 24h 230Vac 180 140 110 1,3 01H

CODE TYPE

SD101.230 Single-phase TOP ALARM electronic board

SPARE PARTS

TOP ALARM
Visual and acoustic alarm indicator with siren shut-off button and buffer battery

Signaling and remote control systems

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS
·  Supply mains absence signaling 
·  Adjustable alarm delay 
·  Siren shut-off

· 	Very low voltage input for external command 
· 	Alarm output max 5A NC-COM-NO (pure contact)

· 	Operating voltage 230Vac 
· 	Deactivable supply mains absence alarm signaling 
· 	Siren shut-off button 
· 	Alarm delay trimmer OFF/1÷18min 
· 	Visual Led indicator 
· 	Acoustic indicator 
· 	Buffer battery 12Vdc 1,3Ah with charger (SS101.01) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

https://www.salupoquadri.com/innovation/prodotto/top-alarm/
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CODE TYPE INDICATOR POWER SUPPLY DIMENSIONS mm WEIGHT
Kg

BOX
VISUAL ACOUSTIC A-H L-W P-D

SS100.00 BASIC ALARM VA 012 Led 90dB 12Vdc 180 140 110 0,5 01H
SS100.01 BASIC ALARM VA 024 Led 90dB 24Vac 180 140 110 0,5 01H
SS100.02 BASIC ALARM VA 230 Led 90dB 230Vac 180 140 110 0,5 01H
SS100.03 BASIC ALARM V 012 Led - 12Vdc 180 140 110 0,5 01H
SS100.04 BASIC ALARM V 024 Led - 24Vac 180 140 110 0,5 01H
SS100.05 BASIC ALARM V 230 Led - 230Vac 180 140 110 0,5 01H
SS100.06 BASIC ALARM A 012 - 90dB 12Vdc 180 140 80 0,5 01
SS100.07 BASIC ALARM A 024 - 90dB 24Vac 180 140 80 0,5 01
SS100.08 BASIC ALARM A 230 - 90dB 230Vac 180 140 80 0,5 01

BASIC ALARM
Visual and acoustic alarm indicator

Signaling and remote control systems

· 	Input for external command

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

· 	Operating voltage 12÷24Vac/dc-230Vac 
· 	Visual Led indicator 
· 	Acoustic indicator 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

https://www.salupoquadri.com/innovation/prodotto/basic-alarm/
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·  Operating voltage 230Vac +15/-20% 50/60Hz (SA664.xx)
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA667.xx)
·  General disconnecting switch with door lock 
·  Button for automatic -0- manual operation 
·  Siren shut-off button 
·  Maximum current trimmer
·  Timed probe trimmer 1÷240min 
·  Probe sensitivity trimmer 1÷100kohm 
·  "POWER" Led light (supply mains) 
·  Running Led light 
·  Motor overload Led light 
·  Motor klixon intervention Led light 
·  Motor status Led light 
·  "FUNCTION" Led light (inputs status) 
·  "ALARM" Led light (level status) 
·  Auxiliary circuit protection fuse 
·  Motor protection fuse 
·  Contactor (SA667.xx) 
·  External thermoplastic box 
·  Cable glands 
·  Protection degree IP65 
·  Operating temperature -5/+50°C 
·  Relative humidity 60% at 50°C (not condensed)

22

MULTI 1

·  N°4 very low voltage inputs 
·  Very low voltage input for motor klixon 
·  N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp
·  Alarm output max 5A NC-COM-NO (pure contact)

· 	 Configuration via Dip switch
· 	 Dry running with 3 or 2 timed probes level control
· 	 Adjustable probe sensitivity
·   Emptying/Filling (1 input/2 inputs) function
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches and probes

· 	 Maximum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and               
    alarm
· 	 Deactivable minimum and maximum voltage protection with automatic
     reset and alarm
· 	 Motor klixon protection with automatic reset and alarm

RANGE 0,5÷20HP
Direct starting electronic control panel 1 motor for clean water and sewage

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· Multi-application control panel
· Single-phase version equipped with power  	
  relay for inductive loads (up to 31A)
· Motherboard protection

https://www.salupoquadri.com/innovation/prodotto/multi-1/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA664.00 MULTI 1 230 0,37÷2,2 0,5÷3 2÷18 285 245 140 2,2 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA667.02L MULTI 1 400 10 0,37÷7,5 0,5÷10 0,5÷16 285 245 140 2,7 03
SA667.03L MULTI 1 400 15 2,2÷11 3÷15 4÷25 345 285 165 3,3 04
SA667.04L MULTI 1 400 20 7,5÷15 10÷20 16÷32 345 285 165 3,4 04

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz

23
The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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Level probe

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

2 INPUTS

MAX PROBE TIMED

BLACK LIQUOR

1 INPUT 1 INPUT 1 INPUT

CODE TYPE

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/230 Wired interface 230Vac relay complete with socket
OP100.03/xx Wired capacitor (xx)µF see page 68

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 68

OP100.05 Wired single-phase surge arrester type 2
OP100.05/1 Wired three-phase surge arrester type 2

OP100.13/1/12 Wired siren 12Vdc
OP100.13/2/12L Wired flashing Led lamp 12Vdc

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.24/30 Led electronic board 1 pump with siren shut-off button and flat cable 16pin 30cm
SD664.20/1 Single-phase MULTI 1 electronic board
SD667.20/1 Three-phase MULTI 1 electronic board 20A

SD667.30-40/1 Three-phase MULTI 1 electronic board 30-40A

SPARE PARTS



24

Direct starting electronic control panel 2 motors for pressure booster, clean water and sewage

Electronic control panels

MULTI 2 RANGE 0,5÷20HPRANGE 0,5÷20HP

· Multi-application control panel
· Single-phase version equipped with power  	
  relay for inductive loads (up to 31A)
· Motherboard protection

·  Operating voltage 230Vac +15/-20% 50/60Hz (SA674.xx) 
·  Operating voltage 400Vac +15/-20% 50/60Hz (SA677.xx) 
·  General disconnecting switch with door lock 
·  N°2 buttons for automatic -0- manual operation 
·  Siren shut-off button 
·  Maximum current trimmer for each motor
·  1÷100kohm probe sensitivity trimmer 
·  "POWER" Led light (supply mains) 
·  N°2 running Led lights 
·  N°2 motors' overload Led lights 
·  N°2 motors' klixon intervention Led lights 
·  N°2 motors' status Led lights 
·  "FUNCTION" Led light (inputs status) 
·  "ALARM" Led light (level status) 
·  Auxiliary circuit protection fuse 
·  Motors' protection fuse 
·  N°2 contactors (SA677.xx) 
·  External thermoplastic box 
·  Cable glands 
·  Protection degree IP65 
·  Operating temperature -5/+50°C 
·  Relative humidity 60% at 50°C (not condensed)

·  N°4 very low voltage inputs 
·  N°2 very low voltage inputs for motor klixon 
·  N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
·  Alarm output max 5A NC-COM-NO (pure contact)

· 	 Configuration via Dip switch
· 	 Dry running with level control
· 	 Adjustable probe sensitivity
· 	 Deactivable alternarce of the 2 motors
· 	 3s delay between the starting of the 2 motors
· 	 Automating switching in case of motor failure
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches and probes

· 	 Maximum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and               
    alarm
· 	 Deactivable minimum and maximum voltage protection with automatic
    reset and alarm
· 	 Motor klixon protection with automatic reset and alarm

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

https://www.salupoquadri.com/innovation/prodotto/multi-2/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA674.00 MULTI 2 230 0,37÷2,2 0,5÷3 2x(2÷18) 285 245 140 2,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA677.02L MULTI 2 400 10 0,37÷7,5 0,5÷10 2x(0,5÷16) 345 285 165 3,7 04
SA677.03L MULTI 2 400 15 2,2÷11 3÷15 2x(4÷25) 380 300 150 5,2 05
SA677.04L MULTI 2 400 20 7,5÷15 10÷20 2x(16÷32) 460 380 150 6,5 07

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz
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PRESSURE BOOSTER CLEAN WATER SEWAGE

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Level probe

Pressure switch

WHITE WATER BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODE TYPE

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/230 Wired interface 230Vac relay complete with socket

OP100.05 Wired single-phase surge arrester type 2
OP100.05/1 Wired three-phase surge arrester type 2

OP100.13/1/12 Wired siren 12Vdc
OP100.13/2/12L Wired flashing Led lamp 12Vdc

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

OP00.10 Couple of brackets for collar (reference BOX 03-04)

CODE TYPE

AC100.25/30 Led electronic board 2 pumps with siren shut-off button and flat cable 16pin 30cm
SD674.20/1 Single-phase MULTI 2 electronic board
SD677.20/1 Three-phase MULTI 2 electronic board 20A

SD677.30-40/1 Three-phase MULTI 2 electronic board 30-40A

OPTIONALS

SPARE PARTS
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· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage
	 -  Current
	 -  Cosφ
	 -  Hour counter
    -  Level status
	 -  System pressure with pressure transducer
	 -  Tank level in meters with piezoresistive probe
	 -  All information concerning the operation of the motor
· 	 Motor's data autolearning:
	 -  Cosφ
	 -  Maximum and minimum current
· 	 Adaptive filling system of the well
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with level control, cosφ and minimum current
· 	 Adjustable probe sensitivity
·   Emptying (1 input)/Filling (2 inputs) function
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, probes, pressure
    transducer and piezoresistive probe 4-20mA

Electronic control panels

MULTIPLUS 1 RANGE 0,5÷20HP

SALUPO

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA684.xx)
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA687.xx)
· 	General disconnecting switch with door lock
· 	Button for automatic operation
· 	Button for manual operation (stable/unstable)
· 	Siren shut-off button
· 	Auxiliary circuit protection fuse
· 	Motor protection fuse
· 	Contactor (SA687.xx)
· 	External thermoplastic box
· 	Cable glands
·  Protection degree IP65
· 	Operating temperature -5/+50°C
·  Relative humidity 60% at 50°C (not condensed)

· 	N°4 very low voltage inputs
· 	Input 4-20mA
· 	Very low voltage input for motor klixon
·	 N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp
· 	Alarm output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and
    alarm
· 	 Minimum and maximum voltage protection with automatic reset     
    and alarm
· 	 Motor klixon protection with automatic reset and alarm

Direct starting electronic control panel 1 motor for the dry running control, clean water and sewage with 
display

· Multi-application control panel
· Motor's data auto learning
· Adaptive filling system of the well
· Events and alarms data logger
· Motor maintenance data logger
· Remote control
· Single-phase version equipped with power  	
  relay for inductive loads (up to 31A)
· Motherboard protection

https://www.salupoquadri.com/innovation/prodotto/multiplus-1/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA684.00 MULTIPLUS 1 230 0,37÷2,2 0,5÷3 2÷18 285 245 140 2,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA687.02L MULTIPLUS 1 400 10 0,37÷7,5 0,5÷10 0,5÷16 285 245 140 2,8 03
SA687.03L MULTIPLUS 1 400 15 2,2÷11 3÷15 4÷25 345 285 165 3,4 04
SA687.04L MULTIPLUS 1 400 20 7,5÷15 10÷20 16÷32 345 285 165 3,5 04

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP100.79/B On board 4G expansion
OP100.49/B On board MODBUS - RS-485 expansion
OP100.59/B On board Ethernet - WiFi expansion
OP100.69/B On board BMS expansion up to 3 motors
OP100.99/B On board expansion to detect water in the oil chamber up to 3 motors

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/230 Wired interface 230Vac relay complete with socket
OP100.03/xx Wired capacitor (xx)uF see page 68

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 68

OP100.05 Wired single-phase surge arrester type 2
OP100.05/1 Wired three-phase surge arrester type 2

OP100.13/1/12 Wired siren 12Vdc
OP100.13/2/12L Wired flashing Led lamp 12Vdc

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage
OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.22/1/30 Display electronic board with flat cable 20pin 30cm
SD684.20/1 Single-phase MULTIPLUS 1 electronic board
SD687.20/1 Three-phase MULTIPLUS 1 electronic board 20A

SD687.30-40/1 Three-phase MULTIPLUS 1 electronic board 30-40A

SPARE PARTS

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Level probes

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch

DRY CONTROL RUNNING WITH COSφ

SEWAGE

1 INPUT 1 INPUT 2 INPUTS1 INPUT2 INPUTS

CLEAN WATER

4-20mA bar 4-20mA meters
WHITE WATERS BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.



28

Electronic control panels

MULTIPLUS 2 RANGE 0,5÷20HP

SALUPO

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Direct starting electronic control panel 2 motors for pressure booster, clean water and sewage with display

· Multi-application control panel
· Motor's data auto learning
· Events and alarms data logger
· Motor maintenance data logger
· Remote control
· Single-phase version equipped with power  	
  relay for inductive loads (up to 31A)
· Motherboard protection

· 	 Display LCD multilingua per la visualizzazione di:
	 -  Operating voltage
	 -  Current for each motor
	 -  Hour counter for each motor
	 -  Pressure switches status
    -  Level status
    -  System pressure with pressure transducer
	 -  Tank level in meters with piezoresistive probe
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum current auto learning for each motor
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with level control, cosφ and minimum current
· 	 Adjustable probe sensitivity
· 	 Deactivable alternance of the 2 motors
· 	 3s delay between the starting of the 2 motors
· 	 Automatic switching in case of motor failure
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, probes, pressure 
    transducer and piezoresistive probe 4-20mA

· 	 Maximum and minimum current protection for each motor with alarm
· 	 Lack and sequence of phases protection with automatic reset and
     alarm
· 	 Minimum and maximum voltage protection with automatic reset and  	
    alarm
· 	 Klixon protection for each motor with automatic reset and alarm

·  N°4 very low voltage inputs 
·  Input 4-20mA 
·  N°2 very low voltage inputs for motor klixon 
·  N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
·  Alarm output max 5A NC-COM-NO (pure contact)

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA694.xx)
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA697.xx)
·  General disconnecting switch with door lock 
·  Button for automatic operation 
·  Button for manual operation (stable/unstable) 
·  Siren shut-off button 
·  Auxiliary circuit protection fuse 
·  Motors' protection fuse 
·  N°2 contactors (SA697.xx) 
·  External thermoplastic box 
·  Cable glands 
·  Protection degree IP65 
·  Operating temperature -5/+50°C 
·  Relative humidity 60% at 50°C (not condensed)

https://www.salupoquadri.com/innovation/prodotto/multiplus-2/


4-20mA bar

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA694.00 MULTIPLUS 2 230 0,37÷2,2 0,5÷3 2x(2÷18) 285 245 140 2,4 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA697.02L MULTIPLUS 2 400 10 0,37÷7,5 0,5÷10 2x(0,5÷16) 345 285 165 3,8 04
SA697.03L MULTIPLUS 2 400 15 2,2÷11 3÷15 2x(4÷25) 380 300 150 5,3 05
SA697.04L MULTIPLUS 2 400 20 7,5÷15 10÷20 2x(16÷32) 460 380 150 6,6 07

SINGLE-PHASE 230Vac +15/-20% 50/60Hz	

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP100.79/B On board 4G expansion
OP100.49/B On board MODBUS - RS-485 expansion
OP100.59/B On board Ethernet - WiFi expansion
OP100.69/B On board BMS expansion up to 3 motors
OP100.99/B On board expansion to detect water in the oil chamber up to 3 motors

OP100.01 3 level probes kit
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.13/1/12 Wired siren 12Vdc

OP100.13/2/12L Wired flashing Led lamp 12Vdc
SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage
OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.22/1/30 Display electronic board with flat cable 20pin 30cm
SD694.20/1 Single-phase MULTIPLUS 2 electronic board
SD697.20/1 Three-phase MULTIPLUS 2 electronic board 20A

SD697.30-40/1 Three-phase MULTIPLUS 2 electronic board 30-40A

SPARE PARTS
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KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Level probes

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch

PRESSURE BOOSTER

4-20mA meters

CLEAN WATER SEWAGE
WHITE WATERS BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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Electronic control panels

MULTIPLUS 3 RANGE 0,5÷20HP

SALUPO

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· Multi-application control panel
· Motor's data auto learning
· Events and alarms data logger
· Remote control
· Motherboard protection

Direct starting electronic control panel 3 motors for pressure booster, clean water and sewage with display

· 	 Maximum and minimum current protection for each motor with alarm
· 	 Lack and sequence of phases protection with automatic reset and
     alarm
· 	 Minimum and maximum voltage protection with automatic reset and  	
    alarm
· 	 Klixon protection for each motor with automatic reset and alarm

·  N°5 very low voltage inputs 
·  Input 4-20mA 
·  N°3 very low voltage inputs for motor klixon 
·  N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
·  Alarm output max 5A NC-COM-NO (pure contact)

· 	 Display LCD multilingua per la visualizzazione di:
	 -  Operating voltage
	 -  Current for each motor
	 -  Hour counter for each motor
	 -  Pressure switches status
    -  Level status
    -  System pressure with pressure transducer
	 -  Tank level in meters with piezoresistive probe
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum current auto learning for each motor
· 	 Dry running with level control, cosφ and minimum current
· 	 Deactivable alternance of the 3 motors
· 	 3s delay between the starting of the 3 motors
· 	 Automatic switching in case of motor failure
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, probes, pressure 
    transducer and piezoresistive probe 4-20mA

·  Operating voltage 400Vac +15/-20% 50/60Hz 
·  General disconnecting switch with door lock 
·  Button for automatic operation 
·  Button for manual operation (stable/unstable) 
·  Siren shut-off button 
·  Auxiliary circuit protection fuse 
·  Motors' protection fuse 
·  N°3 contactors 
·  External thermoplastic box 
·  Cable glands 
·  Protection degree IP65 
·  Operating temperature -5/+40°C 

https://www.salupoquadri.com/innovation/prodotto/multiplus-3/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA696.02L MULTIPLUS 3 400 10 0,37÷7,5 0,5÷10 3x(0,5÷16) 380 300 150 6,4 05
SA696.03L MULTIPLUS 3 400 15 2,2÷11 3÷15 3x(4÷25) 460 380 150 7,4 07
SA696.04L MULTIPLUS 3 400 20 7,5÷15 10÷20 3x(16÷32) 460 380 150 7,5 07

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP100.79/B On board 4G expansion
OP100.49/B On board MODBUS - RS-485 expansion
OP100.59/B On board Ethernet - WiFi expansion
OP100.69/B On board BMS expansion up to 3 motors
OP100.99/B On board expansion to detect water in the oil chamber up to 3 motors

OP100.01 3 level probes kit
OP100.05/1 Wired three-phase surge arrester type 2

OP100.13/1/12 Wired siren 12Vdc
OP100.13/2/12L Wired flashing Led lamp 12Vdc

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE

AC100.22/1/30 Display electronic board with flat cable 20pin 30cm
SD696.20 Three-phase MULTIPLUS 3 electronic board 20A

SD696.30-40 Three-phase MULTIPLUS 3 electronic board 30-40A

SPARE PARTS

PRESSURE BOOSTER CLEAN WATER SEWAGE

4-20mA bar KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Level probes

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch

BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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Electronic control panels

LEVEL RANGE 0,5÷20HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Direct starting electronic control panel 1 motor for clean water

·  Maximum current protection with alarm
·  Lack and sequence of phases protection with automatic reset and
   alarm 
·  Deactivable minimum and maximum voltage protection with automatic 
   reset and alarm

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA612.xx) 
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA615.xx) 
· 	General disconnecting switch with door lock 
· 	Button for automatic -0- manual operation 
· 	Maximum current trimmer
· 	Timed probe trimmer 1÷240min 
· 	Probe sensitivity trimmer 1÷100kohm 
· 	"POWER" Led light (supply  mains) 
· 	Running Led light 
· 	Motor overload Led light 
· 	Motor status Led light 
· 	"EXTERNAL CONTROL" Led light (pressure switch or float switch status) 
· 	"LEVEL" Led light (level status) 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	Contactor (SA615.xx) 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+50°C 
· 	Relative humidity 60% at 50°C (not condensed)

· 	 Configuration via Dip switch
· 	 Dry running with 3 or 2 timed probes level control
· 	 Adjustable probe sensitivity
·   Function Emptying/Filling
· 	 Operation with pressure switch, float switch and probes

· Single-phase version equipped with power  	
  relay for inductive loads (up to 31A)
· Motherboard protection

· 	Very low voltage input for level control (3 or 2 timed probes) 
· 	Very low voltage input for pressure switch or float switch

https://www.salupoquadri.com/innovation/prodotto/level/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA612.00 LEVEL 230 0,37÷2,2 0,5÷3 2÷18 285 245 140 2,2 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA615.02L LEVEL 400 10 0,37÷7,5 0,5÷10 0,5÷16 285 245 140 2,7 03
SA615.03L LEVEL 400 15 2,2÷11 3÷15 4÷25 345 285 165 3,3 04
SA615.04L LEVEL 400 20 7,5÷15 10÷20 16÷32 345 285 165 3,4 04

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/230 Wired interface 230Vac relay complete with socket
OP100.03/xx Wired capacitor (xx)uF see page 68

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 68

OP100.05 Wired single-phase surge arrester type 2
OP100.05/1 Wired three-phase surge arrester type 2

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.20/1/30 Led electronic board 1 pump with flat cable 16pin 30cm
SD612.20/1 Single-phase LEVEL electronic board
SD615.20/1 Three-phase LEVEL electronic board 20A

SD615.30-40/1 Three-phase LEVEL electronic board 30-40A

SPARE PARTS
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KEY COMPONENTS

Float switch for clean water

Level probes

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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Electronic control panels

TOP DRY RANGE 0,5÷3HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Direct starting electronic control panel 1 motor for the dry running control (cosφ and minimum current)

· Easy to program
· Motor's data autolearning

·	 Input for pressure switch or float switch

· 	 Dry running with cosφ and minimum current

· 	 Maximum and minimum current protection with alarm

· 	Operating voltage 230Vac ±10% 50/60Hz
· 	Botton for Start operation
· 	Botton for Stop/Reset operation
· 	Dry running with cosφ
· 	Waiting filling trimmer OFF/5÷180min
· 	Running Led light
· 	Overload Led light
· 	"NO WATER" Led indicator
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+50°C

https://www.salupoquadri.com/innovation/prodotto/top-dry/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA654.00 TOP DRY 230 0,37÷2,2 0,5÷3 2÷18 180 140 80 0,5 01

SINGLE-PHASE 230Vac ±10% 50/60Hz

35

CODE TYPE

OP100.03/16 Wired capacitor 16µF
OP100.03/16x10 Wired capacitor 16µF (minimum quantity 10pcs)

OP100.03/20 Wired capacitor 20µF
OP100.03/20x10 Wired capacitor 20µF (minimum quantity 10pcs)

OP100.03/25 Wired capacitor 25µF
OP100.03/25x10  Wired capacitor 25µF (minimum quantity 10pcs)

OP100.03/30  Wired capacitor 30µF
OP100.03/30x10 Wired capacitor 30µF (minimum quantity 10pcs)

OP100.03/35 Wired capacitor 35µF
OP100.03/35x10 Wired capacitor 35µF (minimum quantity 10pcs)

OP100.03/40 Wired capacitor 40µF
OP100.03/40x10 Wired capacitor 40µF (minimum quantity 10pcs)

OP100.03/45 Wired capacitor 45µF
OP100.03/45x10 Wired capacitor 45µF (minimum quantity 10pcs)

OP100.03/50 Wired capacitor 50µF
OP100.03/50x10 Wired capacitor 50µF (minimum quantity 10pcs)

OP100.03/55 Wired capacitor 55µF
OP100.03/55x10 Wired capacitor 55µF (minimum quantity 10pcs)

OP100.03/60 Wired capacitor 60µF
OP100.03/60x10 Wired capacitor 60µF (minimum quantity 10pcs)

OP100.03/70 Wired capacitor 70µF
OP100.03/70x10 Wired capacitor 70µF (minimum quantity 10pcs)

OP100.03/75 Wired capacitor 75µF
OP100.03/75x10 Wired capacitor 75µF (minimum quantity 10pcs)

OP100.03/80 Wired capacitor 80µF
OP100.03/80x10 Wired capacitor 80µF (minimum quantity 10pcs)

OPTIONALS

CODE TYPE

SD654.20  Single-phase TOP DRY electronic board

SPARE PARTS

2

START/
STOP

DRY CONTROL RUNNING WITH COSφ

KEY COMPONENTS

Float switch for clean water

Level probes
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Electronic control panels

DRY CONTROL PLUS RANGE 0,5÷30HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS
· 	 Maximum and minimum current protection with alarm
· 	 Unbalance protection with reading of 3 phases and alarm
· 	 Lack and sequence of phases protection with automatic reset and 
    alarm
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm

Direct starting electronic control panel 1 motor for the dry running control (cosφ and minimum current) with 
display

· Unbalance protection with current reading on 3  		
  phases
· Motor's data autolearning
· Adaptive filling system of the well
· Events and alarms data logger
· Single-phase version equipped with power  	    	
  relay for inductive loads (up to 31A)
· Motherboard protection

·	 N°2 very low voltage inputs for pressure switch or float switches or  
   probes

· 	 Multilingual Display LCD to visualize:
    -  Operating voltage 
    -  Current 
    -  Cosφ 
    -  Hour counter 
    -  All information concerning the operation of the motor
· 	 Motor's data auto learning:
	 -  Cosφ
	 -  Minimum and maximum current
· 	 Dry running with cosφ and minimum current
·   Adaptive filling system of the well
· 	 Adjustable supply mains waiting
· 	 Operation with pressure switch, float switches and probes

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA604.xx) 
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA607.xx) 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	Contactor (SA607.xx) 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+50°C 
· 	Relative humidity 60% at 50°C (not condensed)

https://www.salupoquadri.com/innovation/prodotto/dry-control-plus/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA604.00 DRY CONTROL PLUS 230 0,37÷2,2 0,5÷3 2÷18 285 245 140 2,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA607.02L DRY CONTROL PLUS 400 10 0,37÷7,5 0,5÷10 0,5÷16 285 245 140 2,8 03
SA607.03L DRY CONTROL PLUS 400 15 2,2÷11 3÷15 4÷25 345 285 165 3,4 04
SA607.04L DRY CONTROL PLUS 400 20 7,5÷15 10÷20 16÷32 345 285 165 3,5 04
SA607.05L DRY CONTROL PLUS 400 22 7,5÷16 10÷22 16÷36 380 300 150 4,9 05
SA607.06L DRY CONTROL PLUS 400 25 7,5÷18,5 10÷25 16÷45 380 300 210 5,8 06
SA607.07L DRY CONTROL PLUS 400 30 7,5÷22 10÷30 16÷52 460 380 210 7,1 08

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/230 Wired interface 230Vac relay complete with socket
OP100.03/xx Wired capacitor (xx)uF see page 68

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 68

OP100.05 Wired single-phase surge arrester type 2
OP100.05/1 Wired three-phase surge arrester type 2

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.22/1/30 Display electronic board with flat cable 20pin 30cm
SD604.20/1 Single-phase DRY CONTROL PLUS electronic board
SD607.20/1 Three-phase DRY CONTROL PLUS electronic board 20A

SD607.30-40/1 Three-phase DRY CONTROL PLUS electronic board 30-40A
SD607.60/1 Three-phase DRY CONTROL PLUS electronic board 60A

SPARE PARTS
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DRY CONTROL RUNNING WITH COSφ
1 INPUT 2 INPUTS

KEY COMPONENTS

Float switch for clean water

Level probes

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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Electronic control panels

DUAL MOTOR RANGE 0,5÷20HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Direct starting electronic control panel 2 motors for pressure booster

· Single-phase version equipped with power  	   	
  relay for inductive loads (up to 31A)
· Motherboard protection

· 	 Maximum current protection for each motor with alarm
· 	 Lack and sequence of phases protection with automatic reset and
    alarm
· 	 Deactivable minimum and maximum voltage protection with automatic
    reset and alarm

· 	 Configuration via Dip switch 
· 	 Deactivable alternarce of the 2 motors 
· 	 3s delay between the starting of the 2 motors 
· 	 Automating switching in case of motor failure 
· 	 Operation with pressure switches, float switches and probes 
· 	 Dry running with level control

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA623.xx) 
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA626.xx) 
· 	General disconnecting switch with door lock 
· 	N°2 buttons for automatic -0- manual operation 
· 	Maximum current trimmer for each motor 
· 	"POWER" Led light (supply  mains) 
· 	N°2 running Led lights 
· 	N°2 motors' overload Led lights 
· 	N°2 motors' status Led lights 
· 	"ALTERNANCE" Led light (pressure switches status) 
· 	"LEVEL" Led light (level status) 
· 	Auxiliary circuit protection fuse 
· 	Motors' protection fuse 
· 	N°2 contactors (SA626.xx) 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+50°C 
· 	Relative humidity 60% at 50°C (not condensed)

· 	Very low voltage input for start pressure 
· 	Very low voltage input for emergency pressure 
· 	N°2 very low voltage inputs for float switches or probes

https://www.salupoquadri.com/innovation/prodotto/dual-motor/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA623.00 DUAL MOTOR 230 0,37÷2,2 0,5÷3 2x(2÷18) 285 245 140 2,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA626.02L DUAL MOTOR 400 10 0,37÷7,5 0,5÷10 2x(0,5÷16) 345 285 165 3,7 04
SA626.03L DUAL MOTOR 400 15 2,2÷11 3÷15 2x(4÷25) 380 300 150 5,2 05
SA626.04L DUAL MOTOR 400 20 7,5÷15 10÷20 2x(16÷32) 460 380 150 6,5 07

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz

CODE TYPE

OP100.01 3 level probes kit
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.21/1/30 Scheda elettronica Led 2 pompe con cavo flat 16pin 30cm
SD623.20/1 Scheda elettronica DUAL MOTOR monofase
SD626.20/1 Scheda elettronica DUAL MOTOR trifase 20A

SD626.30-40/1 Scheda elettronica DUAL MOTOR trifase 30-40A

SPARE PARTS

39

PRESSURE BOOSTER
KEY COMPONENTS

Float switch for clean water

Level probes

Pressure switch

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.



· Motor's data auto learning
· Events and alarms data logger
· Single-phase version equipped with power  	   	
  relay for inductive loads (up to 31A)
· Motherboard protection
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Electronic control panels

RAIN PLUS 1 RANGE 0,5÷20HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Direct starting electronic control panel 1 motor for first rain collection systems with display

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA682.xx) 
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA685.xx) 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	Contactor (SA685.xx) 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+50°C 
· 	Relative humidity 60% at 50°C (not condensed)

· 	N°2 very low voltage inputs for float switches or probes (minimum/ 
   maximum) 
· 	Very low voltage input for rain sensor 
· 	Very low voltage input for motor klixon
·	 Alarms output 12Vdc max 200mA for rain sensor
·	 Alarms output 12Vdc max 200mA for flashing LED
·	 Alarms output max 5A NC-COM-NO (pure contact)

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Current 
	 -  Hour counter 
	 -  Level status 
	 -  All information concerning the operation of the motor
· 	 Maximum and minimum current auto learning for each motor
· 	 Dry running with level control and minimum current
· 	 Adjustable probe sensitivity
· 	 Waiting for motor start-up adjustable by decanting
· 	 Adjustable supply mains waiting
· 	 Operation with float switches and probes

· 	 Maximum and minimum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and   
    alarm
· 	 Minimum and maximum voltage protection with automatic reset and 
    alarm
· 	 Motor klixon protection with automatic reset and alarm

https://www.salupoquadri.com/innovation/prodotto/rain-plus-1/


Level probes

Rain sensor

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA682.00 RAIN PLUS 1 230 0,37÷2,2 0,5÷3 2÷18 285 245 140 2,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA685.02L RAIN PLUS 1 400 10 0,37÷7,5 0,5÷10 0,5÷16 285 245 140 2,8 03
SA685.03L RAIN PLUS 1 400 15 2,2÷11 3÷15 4÷25 345 285 165 3,4 04
SA685.04L RAIN PLUS 1 400 20 7,5÷15 10÷20 16÷32 345 285 165 3,5 04

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP101.00 Rain sensor with 2m cable and fixing bracket
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP200.00 Alarm output 12Vdc 200mA and pure contact

OP100.13/1/12 Wired siren 12Vdc
OP100.13/2/12L Wired flashing Led lamp 12Vdc

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 20 

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19 

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.22/1/30 Display electronic board with flat cable 20pin 30cm
SD682.20 Single-phase RAIN PLUS 1 electronic board
SD685.20 Three-phase RAIN PLUS 1 electronic board 20A

SD685.30-40 Three-phase RAIN PLUS 1 electronic board 30-40A
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KEY COMPONENTS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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· 	N°3 very low voltage inputs for float switches or probes (minimum/ 
   maximum1/maximum2)
· 	Very low voltage input for rain sensor
· 	N°2 very low voltage input for motor klixon
·	 Alarms output 12Vdc max 200mA for rain sensor
·	 Alarms output 12Vdc max 200mA for flashing LED
·	 Alarms output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection for each motor with alarm 
· 	 Lack and sequence of phases protection with automatic reset and  
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and 
    alarm 
· 	 Klixon protection for each motor with automatic reset and alarm

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  Level status 
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum motor current auto learning
· 	 Dry running with level control and minimum current
· 	 Adjustable probe sensitivity
· 	 Waiting for motor start-up adjustable by decanting
· 	 Deactivable alternance of the 2 motors
· 	 3s delay between the starting of the 2 motors
· 	 Automating switching in case of motor failure
· 	 Adjustable supply mains waiting
· 	 Operation with float switches and probes

Direct starting electronic control panel 2 motors for first rain collection system with display
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Electronic control panels

RAIN PLUS 2 RANGE 0,5÷20HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· Motor's data auto learning
· Events and alarms data logger
· Single-phase version equipped with power  	   	
  relay for inductive loads (up to 31A)
· Motherboard protection

· 	Operating voltage 230Vac +15/-20% 50/60Hz (SA692.xx) 
· 	Operating voltage 400Vac +15/-20% 50/60Hz (SA695.xx) 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Auxiliary circuit protection fuse 
· 	Motors' protection fuse 
· 	N°2 contactors (SA695.xx) 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+50°C 
· 	Relative humidity 60% at 50°C (not condensed)

https://www.salupoquadri.com/innovation/prodotto/rain-plus-2/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA692.00 RAIN PLUS 2 230 0,37÷2,2 0,5÷3 2x(2÷18) 285 245 140 2,4 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA695.02L RAIN PLUS 2 400 10 0,37÷7,5 0,5÷10 2x(0,5÷16) 345 285 165 3,8 04
SA695.03L RAIN PLUS 2 400 15 2,2÷11 3÷15 2x(4÷25) 380 300 150 5,3 05
SA695.04L RAIN PLUS 2 400 20 7,5÷15 10÷20 2x(16÷32) 460 380 150 6,6 07

SINGLE-PHASE 230Vac +15/-20% 50/60Hz

THREE-PHASE 400Vac +15/-20% 50/60Hz
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CODE TYPE

OP101.00 Rain sensor with 2m cable and fixing bracket 
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.13/1/12 Wired siren 12Vdc

OP100.13/2/12L Wired flashing Led lamp 12Vdc
SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 20 

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19 

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CODE TYPE

AC100.22/1/30 Display electronic board with flat cable 20pin 30cm
SD692.20 Single-phase RAIN PLUS 2 electronic board
SD695.20 Three-phase RAIN PLUS 2 electronic board 20A

SD695.30-40 Three-phase RAIN PLUS 2 electronic board 30-40A

SPARE PARTS
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CONTROL PANEL WITH OPTIONAL: OP101.00 (RAIN SENSOR)

KEY COMPONENTS

Level probes

Rain sensor

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

WITHOUT RAIN SENSOR

FIRST RAIN COLLECTION



· Multi-application control panel
· Motor's data auto learning
· Adaptive filling system of the well
· Events and alarms data logger
· Motors maintenance data logger
· Remote control

Star delta starting electronic control panel 1 motor for the dry running control, clean water and sewage with 
display
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SALUPO

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	Adjustable star delta timer 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	N°3 contactors
· 	N°3 5A amperometric transformers
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

·	 N°3 very low voltage inputs 
·	 Input 4-20mA 
·	 Very low voltage input for motor klixon 
·	 N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
·	 Alarm output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and 
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm 
· 	 Phase unbalance protection with alarm
· 	 Motor klixon protection with automatic reset and alarm

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage
	 -  Three-phase current
	 -  Cosφ
	 -  Hour counter
    -  Level status
	 -  System pressure with pressure transducer
	 -  Tank level in meters with piezoresistive probe (emptying/filling)
	 -  All information concerning the operation of the motor
· 	 Motor's data autolearning:
	 -  Cosφ
	 -  Maximum and minimum current
· 	 Adaptive filling system of the well
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with cosφ and minimum current
· 	 Pressure loss monitoring with adjustable reset
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, pressure
    transducer and piezoresistive probe 4-20mA

STAR DELTA PLUS 1 C RANGE 7,5÷200HP

https://www.salupoquadri.com/innovation/prodotto/star-delta-plus-1/


KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Piezoresistive probe 4-20mA

CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ687.C00/SD STAR DELTA PLUS 1 C 400 7,5 5,5 7,5 14 500 400 230 16 50
SQ687.C01/02/SD STAR DELTA PLUS 1 C 400 10÷12,5 7,5÷9,2 10÷12,5 22 500 400 230 16 50
SQ687.C03/04/SD STAR DELTA PLUS 1 C 400 15÷17,5 11÷13 15÷17,5 31 500 400 230 16 50

SQ687.C05/SD STAR DELTA PLUS 1 C 400 20 15 20 35 500 400 230 16 50
SQ687.C06/SD STAR DELTA PLUS 1 C 400 25 18,5 25 44 500 400 230 16 50
SQ687.C07/SD STAR DELTA PLUS 1 C 400 35 22÷26 30÷35 60 600 400 230 18 60
SQ687.C08/SD STAR DELTA PLUS 1 C 400 40 30 40 69 600 400 230 19 60
SQ687.C09/SD STAR DELTA PLUS 1 C 400 50 37 50 85 700 500 240 20 70
SQ687.C10/SD STAR DELTA PLUS 1 C 400 60 45 60 100 700 500 290 32 71
SQ687.C11/SD STAR DELTA PLUS 1 C 400 75 51,5÷55 70÷75 121 800 600 290 36 80
SQ687.C12/SD STAR DELTA PLUS 1 C 400 80 60 80 132 800 600 290 38 80
SQ687.C13/SD STAR DELTA PLUS 1 C 400 90 66 90 146 1000 600 370 49 101
SQ687.C14/SD STAR DELTA PLUS 1 C 400 100 75 100 165 1000 600 370 52 101
SQ687.C15/SD STAR DELTA PLUS 1 C 400 125 92 125 203 1200 800 370 78 122
SQ687.C16/SD STAR DELTA PLUS 1 C 400 150 110 150 242 1200 800 370 84 122
SQ687.C17/SD STAR DELTA PLUS 1 C 400 180 132 180 291 1200 800 370 86 122
SQ687.C18/SD STAR DELTA PLUS 1 C 400 200 150 200 330 1200 800 370 88 122

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.79/C Controller 4G expansion
OP100.49/C Controller MODBUS - RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion
OP100.99/C Controller expansion to detect water in the oil chamber up to 3 motors
OP331.400 Wired LEVEL 400Vac control relay 
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP100.05/1 Wired three-phase surge arrester type 2
SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE

SR687-97.C400 Controller MULTIPLUS 1-2 400Vac

SPARE PARTS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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SALUPO

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· Multi-application control panel
· Motor's data auto learning
· Events and alarms data logger
· Motors maintenance data logger
· Remote control

Star delta starting electronic control panel 2 motors for pressure booster, clean water and sewage with display

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	N°2 adjustable star delta timers 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each motor 
· 	N°6 contactors
· 	N°6 5A amperometric transformers 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	N°4 very low voltage inputs 
· 	Input 4-20mA 
· 	N°2 very low voltage inputs for motor klixon 
· 	N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
· 	Alarm output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection for each motor with alarm 
· 	 Lack and sequence of phases protection with automatic reset and  
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm
· 	 Phase unbalance protection with alarm 
· 	 Klixon protection for each motor with automatic reset and alarm

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  Pressure switches status 
	 -  Level status 
	 -  System pressure with pressure transducer 
	 -  Tank level in meters with piezoresistive probe
       (Emptying/Filling) 
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum current auto learning for each motor
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with level control and minimum current
· 	 Adjustable probe sensitivity
· 	 Deactivable alternance of the 2 motors
· 	 3s delay between the starting of the 2 motors
· 	 Automatic switching in case of motor failure
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, pressure  
    transducer and piezoresistive probe 4-20mA

STAR DELTA PLUS 2 C RANGE 7,5÷100HP

https://www.salupoquadri.com/innovation/prodotto/star-delta-plus-2/


CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ697.C00/SD STAR DELTA PLUS 2 C 400 7,5 5,5 7,5 2x(14) 600 400 230 18 60
SQ697.C01/SD STAR DELTA PLUS 2 C 400 10 7,5 10 2x(18) 600 400 230 18 60
SQ697.C02/SD STAR DELTA PLUS 2 C 400 12,5 9,2 12,5 2x(22) 600 400 230 18 60
SQ697.C03/SD STAR DELTA PLUS 2 C 400 15 11 15 2x(27) 600 400 230 18 60
SQ697.C04/SD STAR DELTA PLUS 2 C 400 17,5 13 17,5 2x(31) 600 400 230 18 60
SQ697.C05/SD STAR DELTA PLUS 2 C 400 20 15 20 2x(35) 700 500 240 26 70
SQ697.C06/SD STAR DELTA PLUS 2 C 400 25 18,5 25 2x(44) 700 500 240 27 70
SQ697.C07/SD STAR DELTA PLUS 2 C 400 35 22÷26 30÷35 2x(60) 800 600 290 27 80
SQ697.C08/SD STAR DELTA PLUS 2 C 400 40 30 40 2x(69) 800 600 290 28 80
SQ697.C09/SD STAR DELTA PLUS 2 C 400 50 37 50 2x(85) 800 600 290 40 80
SQ697.C10/SD STAR DELTA PLUS 2 C 400 60 45 60 2x(100) 800 600 290 42 80
SQ697.C11/SD STAR DELTA PLUS 2 C 400 75 51,5÷55 70÷75 2x(121) 1000 800 370 65 103
SQ697.C12/SD STAR DELTA PLUS 2 C 400 80 60 80 2x(132) 1000 800 370 67 103
SQ697.C13/SD STAR DELTA PLUS 2 C 400 90 66 90 2x(146) 1200 800 370 68 122
SQ697.C14/SD STAR DELTA PLUS 2 C 400 100 75 100 2x(165) 1200 800 370 72 122

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.79/C On board 4G expansion
OP100.49/C MODBUS - RS-485 controller
OP100.59/C Ethernet - WiFi expansion controller
OP100.69/C BMS expansion up to 3 motors controller
OP100.99/C Expansion to detect water in the oil chamber up to 3 motors controller

OP100.01 3 level probes kit
OP100.05/1 Wired three-phase surge arrester type 2

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire
AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable
AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

For more optionals see page 78

CODE TYPE

SR687-97.C400 Controller MULTIPLUS 1-2 400Vac

SPARE PARTS

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  Pressure switches status 
	 -  Level status 
	 -  System pressure with pressure transducer 
	 -  Tank level in meters with piezoresistive probe 
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum current auto learning for each motor
· 	 Dry running with level control and minimum current
· 	 Deactivable alternance of the 3 motors
· 	 3s delay between the starting of the 3 motors
· 	 Automatic switching in case of motor failure
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, probes, pressure  
    transducer and piezoresistive probe 4-20mA

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	N°3 adjustable star delta timers 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each motor 
· 	N°9 contactors 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· Multi-application control panel
· Motor's data auto learning
· Events and alarms data logger
· Motors maintenance data logger
· Remote control
· Motherboard protection
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SALUPO

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Star delta starting electronic control panel 3 motors for pressure booster, clean water and sewage with display

· 	N°5 very low voltage inputs 
· 	Input 4-20mA 
· 	N°3 very low voltage inputs for motor klixon 
· 	N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
· 	Alarm output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection for each motor with alarm 
· 	 Lack and sequence of phases protection with automatic reset and  
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm 
· 	 Klixon protection for each motor with automatic reset and alarm

STAR DELTA PLUS 3 RANGE 7,5÷60HP

https://www.salupoquadri.com/innovation/prodotto/star-delta-plus-3/


CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ696.C00/SD STAR DELTA PLUS 3 C 400 7,5 5,5 7,5 3x(14) 800 600 290 33 80
SQ696.C01/SD STAR DELTA PLUS 3 C 400 10 7,5 10 3x(18) 800 600 290 33 80
SQ696.C02/SD STAR DELTA PLUS 3 C 400 12,5 9,2 12,5 3x(22) 800 600 290 33 80
SQ696.C03/SD STAR DELTA PLUS 3 C 400 15 11 15 3x(27) 800 600 290 33 80
SQ696.C04/SD STAR DELTA PLUS 3 C 400 17,5 13 17,5 3x(31) 800 600 290 33 80
SQ696.C05/SD STAR DELTA PLUS 3 C 400 20 15 20 3x(35) 800 600 290 34 80
SQ696.C06/SD STAR DELTA PLUS 3 C 400 25 18,5 25 3x(44) 800 600 290 35 80
SQ696.C07/SD STAR DELTA PLUS 3 C 400 35 22÷26 30÷35 3x(60) 1000 800 370 40 103
SQ696.C08/SD STAR DELTA PLUS 3 C 400 40 30 40 3x(69) 1000 800 370 41 103
SQ696.C09/SD STAR DELTA PLUS 3 C 400 50 37 50 3x(85) 1000 800 370 64 103
SQ696.C10/SD STAR DELTA PLUS 3 C 400 60 45 60 3x(100) 1000 800 370 66 103

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.79/B On board 4G expansion
OP100.49/B On board MODBUS RS-485 expansion
OP100.59/B  On board Ethernet - WiFi expansion
OP100.69/B On board BMS expansion up to 3 motors
OP100.99/B On board expansion to detect water in the oil chamber up to 3 motors

OP100.01 3 level probes kit
OP100.05/1 Wired three-phase surge arrester type 2

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 20 

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19 

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE

AC100.22/1/50 Display electronic board with flat cable 20pin 50cm
AC100.22/1/80 Display electronic board with flat cable 20pin 80cm

AC100.22/1/100 Display electronic board with flat cable 20pin 100cm
SD696.20 Three-phase MULTIPLUS 3 electronic board 20A

SD696.30-40 Three-phase MULTIPLUS 3 electronic board 30-40A
SD696.60 Three-phase MULTIPLUS 3 electronic board 60A

SD696.100 Three-phase MULTIPLUS 3 electronic board 100A
SD696.200 Three-phase MULTIPLUS 3 electronic board 200A

SPARE PARTS

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Level probes

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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PRESSURE BOOSTER SEWAGE
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4-20mA bar

G.MIN

K
L
IX

1

G
.M

IN

G
.M

A
X
1

G
.M

A
X
2

G
.M

A
X
3

G
.A

L
A
R

K
L
IX

2
K
L
IX

3

C
O

M

START/
STOP 1

START/
STOP 2

START/
STOP 3

ALARM

G.MIN

K
L
IX

1

G
.M

IN

G
.M

A
X
1

G
.M

A
X
2

G
.M

A
X
3

K
L
IX

2
K
L
IX

3

C
O

M

START/
STOP 1

START/
STOP 2

START/
STOP 3

4

COM

K
L
IX

1

P
R
.S

T
A
1

P
R
.S

T
A
2

P
R
.E

M
E

K
L
IX

2
K
L
IX

3

C
O

M
M

IN

M
A
X

C
O

M

3

MIN

MAX

TRANSD.
4-20m A

COM

K
L
IX

1
K
L
IX

2
K
L
IX

3

C
O

M
M

IN

M
A
X

C
O

M

6

MIN

MAX

A
N

A
LO

G
4
-2

0
 m

A
+ -

A
N

A
LO

G
4
-2

0
 m

A
+ -

ALARM

K
L
IX

1

G
.A

L
A
R

K
L
IX

2

K
L
IX

3

C
O

M

K
L
IX

1
K
L
IX

2
K
L
IX

3

C
O

M

STOP

START 1

START 2

G
.M

IN

G
.M

A
X
1

G
.M

A
X
2

G
.M

A
X
3

G
.A

L
A
R

5

START 3

ALARM

PIEZOR.
4-20m A

7

4-20mA meters

CLEAN WATER
BLACK LIQUOR



· Multi-application control panel
· Motor's data auto learning
· Adaptive filling system of the well 
· Events and alarms data logger
· Motor maintenance data logger
· Remote control
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SALUPO

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	Adjustable star delta timer 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	N°2 contactors
· 	N°3 5A amperometric transformers
· 	Three-phase impedance with thermostat 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage
	 -  Three-phase current
	 -  Cosφ
	 -  Hour counter
    -  Level status
	 -  System pressure with pressure transducer
	 -  Tank level in meters with piezoresistive probe (emptying/filling)	
    -  All information concerning the operation of the motor
· 	 Motor's data autolearning:
	 -  Cosφ
	 -  Maximum and minimum current
· 	 Adaptive filling system of the well
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with cosφ and minimum current
· 	 Pressure loss monitoring with adjustable reset
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
· 	 Operation with pressure switches, float switches, pressure
    transducer and piezoresistive probe 4-20mA

·	 N°3 very low voltage inputs 
·	 Input 4-20mA 
·	 Very low voltage input for motor klixon 
·	 N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
·	 Alarm output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and 
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm
· 	 Phase unbalance protection with alarm 
· 	 Motor klixon protection with automatic reset and alarm

Stator impedance starting electronic control panel 1 motor for the dry running control, clean water and sewage 
with display

IMPEDANCE PLUS 1 C RANGE 3÷200HP

https://www.salupoquadri.com/innovation/prodotto/impedance-plus-1/


CODE TYPE

OP100.79/C Controller GPRS expansion
OP100.49/C Controller MODBUS - RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion
OP100.99/C Controller expansion to detect water in the oil chamber up to 3 motors
OP331.400 Wired LEVEL 400Vac control relay 
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP100.05/1 Wired three-phase surge arrester type 2
SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ687.C00/I IMPEDANCE PLUS 1 C 400 3 2,2 3 4÷9 500 400 230 18 50
SQ687.C01/I IMPEDANCE PLUS 1 C 400 5,5 4 5,5 8÷12,5 500 400 230 18 50
SQ687.C02/I IMPEDANCE PLUS 1 C 400 7,5 5,5 7,5 10÷17 500 400 230 18 50
SQ687.C03/I IMPEDANCE PLUS 1 C 400 10 7,5 10 13÷21 500 400 230 21 50
SQ687.C04/I IMPEDANCE PLUS 1 C 400 12,5 9,2 12,5 19÷26 500 400 230 21 50
SQ687.C05/I IMPEDANCE PLUS 1 C 400 15 11 15 22÷30 500 400 230 23 50
SQ687.C06/I IMPEDANCE PLUS 1 C 400 17,5 13 17,5 25÷33 500 400 230 24 50
SQ687.C07/I IMPEDANCE PLUS 1 C 400 20 15 20 30÷38 600 400 230 25 60
SQ687.C08/I IMPEDANCE PLUS 1 C 400 25 18,5 25 38÷50 700 500 240 32 70
SQ687.C09/I IMPEDANCE PLUS 1 C 400 30 22 30 45÷58 700 500 240 34 70
SQ687.C10/I IMPEDANCE PLUS 1 C 400 35 26 35 50÷65 700 500 240 34 70
SQ687.C11/I IMPEDANCE PLUS 1 C 400 40 30 40 60÷75 700 500 240 38 70
SQ687.C12/I IMPEDANCE PLUS 1 C 400 50 37 50 65÷90 800 600 290 49 80
SQ687.C13/I IMPEDANCE PLUS 1 C 400 60 45 60 70÷105 1000 600 370 83 101
SQ687.C14/I IMPEDANCE PLUS 1 C 400 70 51,5 70 75÷110 1000 600 370 89 101
SQ687.C15/I IMPEDANCE PLUS 1 C 400 75 55 75 75÷110 1000 600 370 89 101
SQ687.C16/I IMPEDANCE PLUS 1 C 400 80 60 80 80÷150 1000 600 370 91 101
SQ687.C17/I IMPEDANCE PLUS 1 C 400 90 66 90 80÷150 1000 600 370 101 101
SQ687.C18/I IMPEDANCE PLUS 1 C 400 100 75 100 90÷180 1000 600 370 101 101
SQ687.C19/I IMPEDANCE PLUS 1 C 400 125 92 125 130÷200 1200 800 370 120 122
SQ687.C20/I IMPEDANCE PLUS 1 C 400 150 110 150 150÷240 1800 800 470 195 185
SQ687.C21/I IMPEDANCE PLUS 1 C 400 180 132 180 180÷280 1800 800 470 205 185
SQ687.C22/I IMPEDANCE PLUS 1 C 400 200 150 200 210÷350 1800 800 470 210 185

THREE-PHASE 400Vac ±10% 50/60Hz

51

CODE TYPE

SR687-97.C400 Controller MULTIPLUS 1-2 400Vac

SPARE PARTS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

4-20mA bar 4-20mA meters

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA
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· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each motor 
· 	Soft start with by-pass contacts
· 	Line contactor 
· 	Forced ventilation with filters (from 25Hp) 
· 	Thermostat for fan
· 	N°3 5A amperometric transformers 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· Multi-application control panel
· Motor's data auto learning
· Adaptive filling system of the well
· Adjustable acceleration and deceleration	 	
  ramp
· Line contactor
· Events and alarms data logger
· Motors maintenance data logger
· Remote control
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SALUPO

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Soft start starting and line contactor electronic control panel 1 motor for the dry running control, clean water 
and sewage with display

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage
	 -  Three-phase current
	 -  Cosφ
	 -  Hour counter
    -  Level status
	 -  System pressure with pressure transducer (emptying/filling)
	 -  Tank level in meters with piezoresistive probe
	 -  All information concerning the operation of the motor
· 	 Motor's data autolearning:
	 -  Cosφ
	 -  Maximum and minimum current
· 	 Adaptive filling system of the well
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with cosφ and minimum current
· 	 Pressure loss monitoring with adjustable reset
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
·   Adjustable acceleration and deceleration ramp by trimmer 
· 	 Adjustable starting voltage by trimmer
· 	 Operation with pressure switches, float switches, pressure
    transducer and piezoresistive probe 4-20mA

· 	N°3 very low voltage inputs 
· 	Input 4-20mA 
· 	Very low voltage input for motor klixon 
· 	N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
· 	Alarm output max 5A NC-COM-NO (pure contact)

· 	 Maximum and minimum current protection for each motor with alarm 
· 	 Lack and sequence of phases protection with automatic reset and  
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm 
· 	 Phase unbalance protection with alarm
· 	 Klixon protection for each motor with automatic reset and alarm

SOFT START PLUS 1 CLC RANGE 3÷200HP

https://www.salupoquadri.com/innovation/prodotto/soft-start-plus-1/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ687.CLC00/SS SOFT START PLUS 1 CLC 400 5,5 2,2÷4 3÷5,5 5÷12,5 500 400 230 16 50
SQ687.CLC01/SS SOFT START PLUS 1 CLC 400 12,5 5,5÷9,2 7,5÷12,5 10÷25 500 400 230 16 50
SQ687.CLC02/SS SOFT START PLUS 1 CLC 400 17,5 11÷13 15÷17,5 17÷32 500 400 230 16 50
SQ687.CLC03/SS SOFT START PLUS 1 CLC  400 20 15 20 23÷38 500 400 230 16 50
SQ687.CLC04/SS SOFT START PLUS 1 CLC 400 25 18,5 25 22,5÷45 600 400 280 22 61
SQ687.CLC05/SS SOFT START PLUS 1 CLC  400 35 22÷26 30÷35 25,5÷63 600 400 280 22 61
SQ687.CLC06/SS SOFT START PLUS 1 CLC  400 40 30 40 34,5÷72 600 400 280 22 61
SQ687.CLC07/SS SOFT START PLUS 1 CLC  400 50 37 50 46÷106 700 500 290 29 71
SQ687.CLC08/SS SOFT START PLUS 1 CLC  400 60 45 60 46÷106 700 500 290 29 71
SQ687.CLC09/SS SOFT START PLUS 1 CLC  400 70 51,5 70 46÷106 700 500 290 29 71
SQ687.CLC10/SS SOFT START PLUS 1 CLC  400 80 60 80 68÷143 800 600 340 45 81
SQ687.CLC11/SS SOFT START PLUS 1 CLC  400 90 66 90 68÷143 800 600 340 48 81
SQ687.CLC12/SS SOFT START PLUS 1 CLC  400 100 75 100 87÷162 800 600 340 51 81
SQ687.CLC13/SS SOFT START PLUS 1 CLC 400 125 92 125 100÷230 1000 800 470 70 104
SQ687.CLC14/SS SOFT START PLUS 1 CLC 400 150 110 150 100÷250 1000 800 470 75 104
SQ687.CLC15/SS SOFT START PLUS 1 CLC 400 180 132 180 130÷280 1200 800 470 85 123
SQ687.CLC16/SS SOFT START PLUS 1 CLC 400 200 150 200 160÷370 1800 800 470 150 185

THREE-PHASE 400Vac ±10% 50/60Hz

N.B.: When ordering, check the power and the rated current of the motor
OPTIONALS

CODE TYPE

SR687-97.C400 Controller MULTIPLUS 1-2 400Vac

SPARE PARTS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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CLEAN WATER SEWAGE

CODE TYPE

OP100.79/C Controller 4G expansion
OP100.49/C Controller MODBUS - RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion
OP100.99/C Controller expansion to detect water in the oil chamber up to 3 motors
OP331.400 Wired LEVEL 400Vac control relay 
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP100.05/1 Wired three-phase surge arrester type 2
SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 13

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 12

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA



· Multi-application control panel
· Motor's data auto learning
· Adjustable acceleration and deceleration 	 	
  ramp
· Line contactors
· Events and alarms data logger
· Motors maintenance data logger
· Remote control

· 	 Maximum and minimum current protection for each motor with alarm 
· 	 Lack and sequence of phases protection with automatic reset and  
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm
· 	 Phase unbalance protection with alarm 
· 	 Klixon protection for each motor with automatic reset and alarm

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  Pressure switches status 
	 -  Level status 
	 -  System pressure with pressure transducer 
	 -  Tank level in meters with piezoresistive probe
       (Emptying/Filling) 
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum current auto learning for each motor
· 	 Adjustable maximum number of starts per hour
· 	 Adjustable motor start test (24-48-72-96h)
· 	 Dry running with minimum current
· 	 Deactivable alternance of the 2 motors
· 	 3s delay between the starting of the 2 motors
· 	 Automatic switching in case of motor failure
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
·   Adjustable acceleration and deceleration ramp by trimmer
· 	 Adjustable starting voltage by trimmer 
· 	 Operation with pressure switches, float switches, pressure  
    transducer and piezoresistive probe 4-20mA

· 	N°4 very low voltage inputs 
· 	Input 4-20mA 
· 	N°2 very low voltage inputs for motor klixon 
· 	N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp 
· 	Alarm output max 5A NC-COM-NO (pure contact)

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each motor 
· 	N°2 soft start with by-pass contacts
· 	N°2 line contactors 
· 	Forced ventilation with filters (from 25Hp) 
· 	Thermostat for fan
· 	N°6 5A amperometric transformers 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C
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SALUPO

Electronic control panels

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Soft start starting and line contactors electronic control panel 2 motors for pressure booster, clean water and 
sewage with display

SOFT START PLUS 2 CLC RANGE 3÷100HP

https://www.salupoquadri.com/innovation/prodotto/soft-start-plus-2/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ697.CLC00/SS SOFT START PLUS 2 CLC 400 5,5 2,2÷4 3÷5,5 2x(5÷12,5) 700 500 290 18 71
SQ697.CLC01/SS SOFT START PLUS 2 CLC 400 12,5 5,5÷9,2 7,5÷12,5 2x(10÷25) 700 500 290 18 71
SQ697.CLC02/SS SOFT START PLUS 2 CLC 400 17,5 11÷13 15÷17,5 2x(17÷32) 700 500 290 18 71
SQ697.CLC03/SS SOFT START PLUS 2 CLC 400 20 15 20 2x(23÷38) 700 500 290 23 71
SQ697.CLC04/SS SOFT START PLUS 2 CLC 400 25 18,5 25 2x(22,5÷45) 800 600 290 27 80
SQ697.CLC05/SS SOFT START PLUS 2 CLC 400 35 22÷26 30÷35 2x(25,5÷63) 800 600 290 27 80
SQ697.CLC06/SS SOFT START PLUS 2 CLC 400 40 30 40 2x(34,5÷72) 800 600 290 29 80
SQ697.CLC07/SS SOFT START PLUS 2 CLC 400 50 37 50 2x(46÷106) 1000 600 370 33 101
SQ697.CLC08/SS SOFT START PLUS 2 CLC 400 60 45 60 2x(46÷106) 1000 600 370 41 101
SQ697.CLC09/SS SOFT START PLUS 2 CLC 400 70 51,5 70 2x(46÷106) 1000 600 370 42 101
SQ697.CLC10/SS SOFT START PLUS 2 CLC 400 80 60 80 2x(68÷143) 1200 800 370 72 122
SQ697.CLC11/SS SOFT START PLUS 2 CLC 400 90 66 90 2x(68÷143) 1200 800 370 73 122
SQ697.CLC12/SS SOFT START PLUS 2 CLC 400 100 75 100 2x(81÷171) 1200 800 370 75 122

THREE-PHASE 400Vac ±10% 50/60Hz

N.B.: When ordering, check the power and the rated current of the motor

CODE TYPE

OP100.79/C Controller 4G expansion
OP100.49/C Controller MODBUS RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion
OP100.99/C Controller expansion to detect water in the oil chamber up to 3 motors

OP100.01 3 level probes kit
OP100.05/1 Wired three-phase surge arrester type 2

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 20 

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19 

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

For more optionals see page 78

CODE TYPE

SR687-97.C400 Controller MULTIPLUS 1-2 400Vac

SPARE PARTS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch

PRESSURE BOOSTER LIFTING 4-20mA bar 4-20mA metres
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· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  Pressure switches status 
	 -  Level status 
	 -  System pressure with pressure transducer 
	 -  Tank level in meters with piezoresistive probe 
	 -  All information concerning the operation of the motors
· 	 Maximum and minimum current auto learning for each motor
· 	 Dry running with level control and minimum current
· 	 Deactivable alternance of the 3 motors
· 	 3s delay between the starting of the 3 motors
· 	 Automatic switching in case of motor failure
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 Siren shut-off
·   Adjustable acceleration and deceleration ramp by trimmer 
· 	 Adjustable starting voltage by trimmer 
· 	 Operation with pressure switches, float switches, probes, pressure  
    transducer and piezoresistive probe 4-20mA

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation (stable/unstable) 
· 	Siren shut-off button 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each motor 
· 	N°3 soft start with by-pass contacts
· 	N°3 line contactors 
· 	Forced ventilation with filters (from 25Hp) 
· 	Thermostat for fan 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C
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SALUPO

Electronic control panels

· Multi-application control panel
· Motor's data auto learning
· Adjustable acceleration and deceleration 	 	
  ramp
· Line contactors 
· Events and alarms data logger
· Motors maintenance data logger
· Remote control
· Motherboard protection

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Soft start starting and line contactors electronic control panel 3 motors for pressure booster, clean water and 
sewage with display

· 	 Maximum and minimum current protection for each motor with alarm 
· 	 Lack and sequence of phases protection with automatic reset and  
    alarm 
· 	 Minimum and maximum voltage protection with automatic reset and	
    alarm 
· 	 Klixon protection for each motor with automatic reset and alarm

· 	N°5 very low voltage inputs 
· 	Input 4-20mA 
· 	N°2 very low voltage inputs for motor klixon 
· 	N°2 alarm outputs 12Vdc max 200mA for siren and flashing Led lamp
· 	Alarm output max 5A NC-COM-NO (pure contact)

SOFT START PLUS 3 CL RANGE 3÷60HP

https://www.salupoquadri.com/innovation/prodotto/soft-start-plus-3/


57

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ696.CL00/SS SOFT START PLUS 3 CL 400 5,5 2,2÷4 3÷5,5 3x(5÷12,5) 800 600 290 25 80
SQ696.CL01/SS SOFT START PLUS 3 CL 400 12,5 5,5÷9,2 7,5÷12,5 3x(10÷25) 800 600 290 25 80
SQ696.CL02/SS SOFT START PLUS 3 CL 400 17,5 11÷13 15÷17,5 3x(17÷32) 800 600 290 25 80
SQ696.CL03/SS SOFT START PLUS 3 CL 400 20 15 20 3x(23÷38) 800 600 290 25 80
SQ696.CL04/SS SOFT START PLUS 3 CL 400 25 18,5 25 3x(22,5÷45) 800 600 290 34 80
SQ696.CL05/SS SOFT START PLUS 3 CL 400 35 22÷26 30÷35 3x(25,5÷63) 800 600 290 34 80
SQ696.CL06/SS SOFT START PLUS 3 CL 400 40 30 40 3x(34,5÷72) 800 600 290 35 80
SQ696.CL07/SS SOFT START PLUS 3 CL 400 50 37 50 3x(46÷106) 1000 600 370 38 101
SQ696.CL08/SS SOFT START PLUS 3 CL 400 60 45 60 3x(46÷106) 1000 600 370 45 101

THREE-PHASE 400Vac ±10% 50/60Hz

N.B.: When ordering, check the power and the rated current of the motor

CODE TYPE

OP100.79/B On board 4G expansion
OP100.49/B On board MODBUS RS-485 expansion
OP100.59/B  On board Ethernet - WiFi expansion
OP100.69/B On board BMS expansion up to 3 motors
OP100.99/B On board expansion to detect water in the oil chamber up to 3 motors

OP100.01 3 level probes kit
OP100.05/1 Wired three-phase surge arrester type 2

SS100.00 Visual and acoustic alarm indicator (BASIC ALARM VA 012) see page 20 

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19 

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE

AC100.22/1/50 Display electronic board with flat cable 20pin 50cm
AC100.22/1/80 Display electronic board with flat cable 20pin 80cm

AC100.22/1/100 Display electronic board with flat cable 20pin 100cm
SD696.20 Three-phase MULTIPLUS 3 electronic board 20A

SD696.30-40 Three-phase MULTIPLUS 3 electronic board 30-40A
SD696.60 Three-phase MULTIPLUS 3 electronic board 60A

SD696.100 Three-phase MULTIPLUS 3 electronic board 100A
SD696.200 Three-phase MULTIPLUS 3 electronic board 200A

SPARE PARTS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Level probes

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

Pressure switch
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PRESSURE BOOSTER SEWAGE
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4-20mA bar
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4-20mA meters
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Inverter starting electronic control panel 1 motor with display

· 	Input 4-20mA
· 	Very low voltage galvanically isolated input for control external
· 	N°4 very low voltage galvanically isolated inputs for set-point

· Easy to program
· Programmable set-poin
· Anti-clogging system with reverse running
· Digital termostat
· Events and alarms data logger
· Motor maintenance data logger
· Remote control

58

SALUPOSALUPO

Electronic control panels

INVERTER PLUS 1 C RANGE 1÷30HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· 	 Multilingual Display LCD to visualize:
	 -  Frequency
	 -  Three-phase current
	 -  Cosφ
	 -  Hour counter
	 -  System pressure with pressure transducer
    -  water level in the tank in meters by means of a piezoresistive probe
	 -  Internal temperature of the control panel 
	 -  All information concerning the operation of the motors
· 	 Anti-clogging system with reverse running at start-up and in  	
    case of blockage
· 	 Dry control running with cosφ
· 	 Up to 4 programmable set-points 
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 PID operation
· 	 Operation with potentiometer

· 	 Maximum current protection with alarm 
· 	 Lack phases protection with alarm 
· 	 Earth leakage protection with alarm

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation 
· 	Auxiliary circuit protection fuse 
· 	Inverter protection fuse 
· 	Inverter 
· 	Forced ventilation with filters 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP54 
· 	Operating temperature -5/+40°C

https://www.salupoquadri.com/innovation/prodotto/inverter-plus-1/


THREE-PHASE 400Vac ±10% / OUTPUT 3~400Vac 50/60Hz
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CODE TYPE

OP100.79/C Controller 4g expansion
OP100.49/C Controller MODBUS RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.02/7 Wired selector switch 0-1 (set-point)
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/CE Wired interface 24Vac relay (external command)
OP100.02/3 Potentiometer to adjust the frequency
OP200.00/1 Alarm output 24Vac and pure contact
OP210.02 Inputs for 4 set-points with wired 24Vac relay

OP100.05/1 Wired three-phase surge arrester type 2
OP100.21/xx Wired three-phase inductance DV/DT (xx)A see page 68

OP100.23/xx Wired sine wave filter LC (xx)A with cooling fan see page 68

AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE

SR704.C024 Controller INVERTER PLUS 1 C 24Vac

SPARE PARTS

N.B.: When ordering, check the power and the rated current of the motor
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KEY COMPONENTS

Float switch for clean water

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

4-20mA bar 4-20mA meters

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODE TYPE ND DIMENSIONS mm WEIGHT
Kg

BOX
kW A A-H L-W P-D

SQ704.C00 INVERTER PLUS 1 C 400 ND 1,5kW 3,1A - HD 0,75kW 2,5A 1,5 3,1 400 300 230 11 41
SQ704.C01 INVERTER PLUS 1 C 400 ND 2,2kW 5,1A - HD 1,5kW 4A 2,2 5,1 400 300 230 12 41
SQ704.C02 INVERTER PLUS 1 C 400 ND 3,7kW 6,9A - HD 2,2kW 5,5A 3,7 6,9 400 300 230 13 41
SQ704.C03 INVERTER PLUS 1 C 400 ND 5,5kW 10A - HD 4kW 9A 5,5 10 400 300 230 13 41
SQ704.C04 INVERTER PLUS 1 C 400 ND 7,5kW 16A - HD 5,5kW 12A 7,5 16 500 400 230 18 50
SQ704.C05 INVERTER PLUS 1 C 400 ND 11kW 23A - HD 7,5kW 16A 11 23 500 400 230 18 50
SQ704.C06 INVERTER PLUS 1 C 400 ND 15kW 31A - HD 11kW 24A 15 31 700 500 290 31 71
SQ704.C07 INVERTER PLUS 1 C 400 ND 18,5kW 38A - HD 15kW 31A 18,5 38 700 500 290 32 71
SQ704.C08 INVERTER PLUS 1 C 400 ND 22kW 45A - HD 18,5kW 39A 22 45 800 600 290 45 80
SQ704.C09 INVERTER PLUS 1 C 400 ND 30kW 61A - HD 22kW 45A 30 61 800 600 290 46 80
SQ704.C10 INVERTER PLUS 1 C 400 ND 37kW 75A - HD 30kW 55A 37 75 1150 800 430 82 104
SQ704.C11 INVERTER PLUS 1 C 400 ND 45kW 91A - HD 37kW 67A 45 91 1350 800 470 106 123
SQ704.C12 INVERTER PLUS 1 C 400 ND 55kW 107A - HD 45kW 81A 55 107 1350 800 470 111 123
SQ704.C13 INVERTER PLUS 1 C 400 ND 75kW 142A - HD 55kW 106A 75 142 1350 800 470 115 123

HD
kW A

0,75 2,5
1,5 4
2,2 5,5
4 9

5,5 12
7,5 16
11 24
15 31

18,5 39
22 45
30 55
37 67
45 81
55 106



· 	Input 0-10V
· 	Very low voltage galvanically isolated input for control external
· 	N°4 very low voltage galvanically isolated inputs for set-point

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each inverter 
· 	N°2 inverters 
· 	Forced ventilation with filters 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP54 
· 	Operating temperature -5/+40°C

· 	 Multilingual Display LCD to visualize:
	 -  Frequency for each motor 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  System pressure with pressure transducer
     -  Water level in the tank in meters by means of a piezoresistive probe
	 -  Internal temperature of the control panel 
	 -  All information concerning the operation of the motors
· 	 Anti-clogging system with reverse running at start-up and in case 	
    of blockage
· 	 Alternance of the 2 motors 
· 	 Automatic switching in case of motor failure
· 	 Up to 4 programmable set-points
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 PID operation

· Easy to program
· Programmable set-poin
· Anti-clogging system with reverse running
· Digital termostat
· Events and alarms data logger
· Motors maintenance data logger
· Remote control
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Electronic control panels

INVERTER PLUS 2 C RANGE 1÷30HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

Inverter starting electronic control panel 2 motors with display and alternance 

· 	 Maximum and minimum current protection for each motor with alarm
· 	 Lack and sequence of phases protection with automatic reset and
    alarm
· 	 Earth leakage protection with alarm

https://www.salupoquadri.com/innovation/prodotto/inverter-plus-2/
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N.B.: When ordering, check the power and the rated current of the motor
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KEY COMPONENTS

Float switch for clean water

Piezoresistive probe 0-10V

Pressure transducer 0-10V

0-10V bar 0-10V meters

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODE TYPE

OP100.29/C Controller GPRS expansion
OP100.49/C Controller MODBUS RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion up to 3 motors
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.02/7 Wired selector switch 0-1 (set-point)
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)
OP100.02/3 Potentiometer to adjust the frequency
OP200.00/1 Alarm output 24Vac and pure contact
OP210.02 Inputs for 4 set-points with wired 24Vac relay

OP100.05/1 Wired three-phase surge arrester type 2
OP100.21/xx Wired three-phase inductance DV/DT (xx)A see page 68

OP100.23/xx Wired sine wave filter LC (xx)A with cooling fan see page 68

AC300.16.xx-004.35 Pressure transducer 0-(xx)bar 0-10V 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.21.01-xx.31 Piezoresistive probe 0-10V with (xx)m cable see page 68

AC300.21.02-010.31 Piezoresistive probe 0-10V with 10m cable for sewage

OPTIONALS

CODE TYPE

SR714.C024 Controller INVERTER PLUS 2 C 24Vac

SPARE PARTS

THREE-PHASE 400Vac ±10% / OUTPUT 3~400Vac 50/60Hz

CODE TYPE ND DIMENSIONS mm WEIGHT
Kg

BOX
kW A A-H L-W P-D

SQ714.C00 INVERTER PLUS 2 C 400 ND 1,5kW 3,1A - HD 0,75kW 2,5A 1,5 3,1 500 400 230 17 50
SQ714.C01 INVERTER PLUS 2 C 400 ND 2,2kW 5,1A - HD 1,5kW 4A 2,2 5,1 500 400 230 18 50
SQ714.C02 INVERTER PLUS 2 C 400 ND 3,7kW 6,9A - HD 2,2kW 5,5A 3,7 6,9 600 400 230 20 60
SQ714.C03 INVERTER PLUS 2 C 400 ND 5,5kW 10A - HD 4kW 9A 5,5 10 600 400 230 21 60
SQ714.C04 INVERTER PLUS 2 C 400 ND 7,5kW 16A - HD 5,5kW 12A 7,5 16 700 500 290 33 71
SQ714.C05 INVERTER PLUS 2 C 400 ND 11kW 23A - HD 7,5kW 16A 11 23 700 500 290 34 71
SQ714.C06 INVERTER PLUS 2 C 400 ND 15kW 31A - HD 11kW 24A 15 31 800 600 290 54 80
SQ714.C07 INVERTER PLUS 2 C 400 ND 18,5kW 38A - HD 15kW 31A 18,5 38 1000 800 370 56 103
SQ714.C08 INVERTER PLUS 2 C 400 ND 22kW 45A - HD 18,5kW 39A 22 45 1000 800 370 82 103
SQ714.C09 INVERTER PLUS 2 C 400 ND 30kW 61A - HD 22kW 45A 30 61 1000 800 370 83 103

HD
kW A

0,75 2,5
1,5 4
2,2 5,5
4 9

5,5 12
7,5 16
11 24
15 31

18,5 39
22 45



· Easy to program
· Programmable set-poin
· Anti-clogging system with reverse running
· Digital termostat
· Events and alarms data logger
· Motors maintenance data logger
· Remote control

· 	 Multilingual Display LCD to visualize:
	 -  Frequency for each motor 
	 -  Current for each motor 
	 -  Hour counter for each motor 
	 -  System pressure with pressure transducer
     -  Water level in the tank in meters by means of a piezoresistive probe
	 -  Internal temperature of the control panel 
	 -  All information concerning the operation of the motors
· 	 Anti-clogging system with reverse running at start-up and in case 	
    of blockage
· 	 Alternance of the 3 motors 
· 	 Automatic switching in case of motor failure
· 	 Up to 4 programmable set-points
· 	 Pressure loss monitoring
· 	 Adjustable supply mains waiting
· 	 PID operation
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Electronic control panels

INVERTER PLUS 3 C RANGE 1÷30HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES
· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Button for automatic operation 
· 	Button for manual operation 
· 	Auxiliary circuit protection fuse 
· 	Protection fuse for each inverter 
· 	N°3 inverters 
· 	Forced ventilation with filters
· 	Extraction tower (from 15Hp) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP54 
· 	Operating temperature -5/+40°C

· 	Input 0-10V
· 	Very low voltage galvanically isolated input for control external
· 	N°4 very low voltage galvanically isolated inputs for set-point

Inverter starting electronic control panel 3 motors with display and alternance 

https://www.salupoquadri.com/innovation/prodotto/inverter-plus-3/


THREE-PHASE 400Vac ±10% / OUTPUT 3~400Vac 50/60Hz
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N.B.: When ordering, check the power and the rated current of the motor
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The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODE TYPE

OP100.79/C Controller 4G expansion
OP100.49/C Controller MODBUS RS-485 expansion
OP100.59/C Controller Ethernet - WiFi expansion
OP100.69/C Controller BMS expansion
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.02/7 Wired selector switch 0-1 (set-point)
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/CE Wired interface 24Vac relay (external command)
OP100.02/3 Potentiometer to adjust the frequency
OP200.00/1 Alarm output 24Vac and pure contact
OP210.02 Inputs for 4 set-points with wired 24Vac relay

OP100.05/1 Wired three-phase surge arrester type 2
OP100.21/xx Wired three-phase inductance DV/DT (xx)A see page 68

OP100.23/xx Wired sine wave filter LC (xx)A with cooling fan see page 68

AC300.16.xx-004.35 Pressure transducer 0-(xx)bar 0-10V 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.21.01-xx.31 Piezoresistive probe 0-10V with (xx)m cable see page 68

AC300.21.02-010.31 Piezoresistive probe 0-10V with 10m cable for sewage

OPTIONALS

CODE TYPE

SR724.C024 Controller INVERTER PLUS 3 C 24Vac

SPARE PARTS

KEY COMPONENTS

Float switch for clean water

Piezoresistive probe 0-10V

Pressure transducer 0-10V

0-10V bar 0-10V meters

CODE TYPE ND DIMENSIONS mm WEIGHT
Kg

BOX
kW A A-H L-W P-D

SQ724.C00 INVERTER PLUS 3 C 400 ND 1,5kW 3,1A - HD 0,75kW 2,5A 1,5 3,1 800 600 290 33 80
SQ724.C01 INVERTER PLUS 3 C 400 ND 2,2kW 5,1A - HD 1,5kW 4A 2,2 5,1 800 600 290 34 80
SQ724.C02 INVERTER PLUS 3 C 400 ND 3,7kW 6,9A - HD 2,2kW 5,5A 3,7 6,9 800 600 290 36 80
SQ724.C03 INVERTER PLUS 3 C 400 ND 5,5kW 10A - HD 4kW 9A 5,5 10 800 600 290 36 80
SQ724.C04 INVERTER PLUS 3 C 400 ND 7,5kW 16A - HD 5,5kW 12A 7,5 16 1000 800 370 64 103
SQ724.C05 INVERTER PLUS 3 C 400 ND 11kW 23A - HD 7,5kW 16A 11 23 1000 800 370 66 103
SQ724.C06 INVERTER PLUS 3 C 400 ND 15kW 31A - HD 11kW 24A 15 31 1150 800 370 83 103 T
SQ724.C07 INVERTER PLUS 3 C 400 ND 18,5kW 38A - HD 15kW 31A 18,5 38 1150 800 370 85 103 T
SQ724.C08 INVERTER PLUS 3 C 400 ND 22kW 45A - HD 18,5kW 39A 22 45 1350 1000 370 118 124 T
SQ724.C09 INVERTER PLUS 3 C 400 ND 30kW 61A - HD 22kW 45A 30 61 1350 1000 370 120 124 T

HD
kW A

0,75 2,5
1,5 4
2,2 5,5
4 9

5,5 12
7,5 16
11 24
15 31

18,5 39
22 45



GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switche for automatic -0- manual operation (stable) 
· 	Running Led light 
· 	Inverter alarm Led light 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Inverter protection fuse 
· 	Inverter H100 with front display 
· 	Forced ventilation complete with filters 
· 	Extraction tower (from 50Hp) 
· 	Thermostat for fan 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP54 
· 	Operating temperature -5/+40°C

64

SALUPO

Quadri elettronici

INVERTER H100 1 RANGE 7,5÷220HP

· Specific software for pumping and water 	 	
  management applications
· Alarms data logger
· Remote control

· 	 Double initial ramp 
· 	 Pipe filling control 
· 	 Fire mode (forced operation in case of alarm) 
· 	 Sleep/wake up mode (it prolongs the pump delay time to save 
    energy) 
· 	 Safe Torque Off (function for the freewheel stop) 
· 	 Dry running with cosφ 
· 	 Pressure loss monitoring
· 	 PID operation

· 	Input 4-20mA 
· 	Very low voltage input for external command

· 	 Maximum current protection with alarm
· 	 Lack of phase protection with allarm
· 	 Earth leakage protection with alarm

Inverter starting control panel 1 motor with display



TRIFASE 400Vac ±10% / USCITA 3~400Vac 50/60Hz
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CODICE TIPO

OP100.29/KIT GPRS 24Vac DIN board with 2m serial cable
OP100.59/KIT Ethernet-WiFi 24Vac DIN board with 2m serial cable

OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.02/7 Wired selector switch 0-1 (set-point)
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/CE Wired interface 24Vac relay (external command)
OP100.02/3 Potentiometer to adjust the frequency
OP200.00/1 24Vac alarm output and pure contact 
OP210.02 Inputs for 4 set-points with wired 24Vac relay

OP100.05/1 Wired three-phase surge arrester type 2
OP100.21/xx Wired three-phase inductance DV/DT (xx)A see page 68

OP100.23/xx Wired sine wave filter LC (xx)A with cooling fan see page 68

OP200.42 Wired passive galvanic isolator 0÷20mA / 0÷20mA
AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS
N.B.: In fase di ordine, verificare oltre la potenza anche la corrente di targa del motore

L’inserimento di optional può comportare variazioni alle dimensioni del quadro. Per ulteriori dettagli contattare il nostro ufficio tecnico/commerciale.
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LEGENDA COMPONENTI

Galleggiante per acque pulite

Sonda piezoresistiva 4-20mA

Trasduttore di pressione 4-20mA

4-20mA bar 4-20mA metri

CODE TYPE ND DIMENSIONS mm WEIGHT
Kg

BOX
kW A A-H L-W P-D

SQ707.02LS INVERTER H100 1 400 ND 5,5kW 12A - HD 4kW 8A 5,5 12 600 400 280 24 61
SQ707.03LS INVERTER H100 1 400 ND 7,5kW 16A - HD 5,5kW 12A 7,5 16 600 400 280 24 61
SQ707.04LS INVERTER H100 1 400 ND 11kW 24A - HD 7,5kW 15A 11 24 800 600 290 42 80
SQ707.05LS INVERTER H100 1 400 ND 15kW 30A - HD 11kW 22A 15 30 800 600 290 42 80
SQ707.06LS INVERTER H100 1 400 ND 18,5kW 38A - HD 15kW 28A 18,5 38 800 600 290 43 80
SQ707.07LS INVERTER H100 1 400 ND 22kW 45A - HD 18,5kW 35A 22 45 800 600 290 43 80
SQ707.08LS INVERTER H100 1 400 ND 30kW 61A - HD 22kW 41A 30 61 800 600 290 43 80
SQ707.09LS INVERTER H100 1 400 ND 37kW 75A - HD 30kW 55A 37 75 1150 800 430 92 104 T

SQ707.10SLS INVERTER H100 1 400 ND 45kW 91A - HD 37kW 67A 45 91 1350 800 470 106 123 T
SQ707.11LS INVERTER H100 1 400 ND 55kW 107A - HD 45kW 81A 55 107 1350 800 470 111 123 T
SQ707.12LS INVERTER H100 1 400 ND 75kW 142A - HD 55kW 106A 75 142 1350 800 470 115 123 T
SQ707.13LS INVERTER H100 1 400 ND 90kW 169A - HD 75kW 136A 90 169 1950 800 670 191 187 T
SQ707.14LS INVERTER H100 1 400 ND 110kW 223A - HD 90kW 169A 110 223 1950 800 670 201 187 T
SQ707.15LS INVERTER H100 1 400 ND 132kW 264A - HD 110kW 195A 132 264 1950 800 670 211 187 T
SQ707.16LS INVERTER H100 1 400 ND 160kW 325A - HD 132kW 255A 160 325 1950 800 670 266 187 T

HD
kW A

4 8
5,5 12
7,5 15
11 22
15 28

18,5 35
22 41
30 55
37 67
45 81
55 106
75 136
90 169

110 195
132 255
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SALUPO

Electronic control panels

INVERTER IRIS BLUE 1 RANGE 3÷220HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

ADVANTAGES

PROTECTIONS

· Specific software for pumping and water 	 	
  management applications
· Alarms data logger
· Remote control

Inverter starting control panel 1 motor with display

· 	 Double initial ramp 
· 	 Pipe filling control 
· 	 Fire mode (forced operation in case of alarm) 
· 	 Sleep/wake up mode (it prolongs the pump delay time to save 
    energy) 
· 	 Safe Torque Off (function for the freewheel stop) 
· 	 Dry running with cosφ 
· 	 Pressure loss monitoring
· 	 PID operation

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switche for automatic -0- manual operation (stable) 
· 	Running Led light 
· 	Inverter alarm Led light 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Inverter protection fuse 
· 	Inverter IRIS BLUE with front display 
· 	Forced ventilation complete with filters 
· 	Extraction tower (from 50Hp) 
· 	Thermostat for fan 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP54 
· 	Operating temperature -5/+40°C

· 	Input 4-20mA 
· 	Very low voltage input for external command

· 	 Maximum current protection with alarm
· 	 Lack of phase protection with allarm
· 	 Earth leakage protection with alarm



THREE-PHASE 400Vac ±10% / OUTPUT 3~400Vac 50/60Hz
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N.B.: When ordering, check the power and the rated current of the motor
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KEY COMPONENTS

Float switch for clean water

Piezoresistive probe 4-20mA

Pressure transducer 4-20mA

4-20mA bar 4-20mA meters

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODICE TIPO

OP100.29/KIT GPRS 24Vac DIN board with 2m serial cable
OP100.59/KIT Ethernet-WiFi 24Vac DIN board with 2m serial cable

OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.02/7 Wired selector switch 0-1 (set-point)
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/CE Wired interface 24Vac relay (external command)
OP100.02/3 Potentiometer to adjust the frequency
OP200.00/1 24Vac alarm output and pure contact 
OP210.02 Inputs for 4 set-points with wired 24Vac relay

OP100.05/1 Wired three-phase surge arrester type 2
OP100.21/xx Wired three-phase inductance DV/DT (xx)A see page 68

OP100.23/xx Wired sine wave filter LC (xx)A with cooling fan see page 68

OP200.42 Wired passive galvanic isolator 0÷20mA / 0÷20mA
AC300.15.xx-004.35 Pressure transducer 0-(xx)bar 4-20mA 1/4" with 4m shielded cable 2 cables+Ground wire see page 68

AC300.20.01-xx.31 Piezoresistive probe 4-20mA with (xx)m cable see page 68

AC300.22.01-xx.35 Piezoresistive probe 4-20mA with (xx)m shielded cable 2 cables+Ground wire see page 68

AC300.20.02-010.31 Piezoresistive probe 4-20mA with 10m cable for sewage

OPTIONALS

CODE TYPE ND DIMENSIONS mm WEIGHT
Kg

BOX
kW A A-H L-W P-D

SQ707.00/01 INVERTER IRIS BLUE 1 400 ND 4kW 10,5A 2,2÷4 10,5 600 400 280 24 61
SQ707.02 INVERTER IRIS BLUE 1 400 ND 5,5kW 12,5A 5,5 12,5 600 400 280 24 61
SQ707.03 INVERTER IRIS BLUE 1 400 ND 7,5kW 16,5A 7,5 16,5 600 400 280 24 61

SQ707.04/05 INVERTER IRIS BLUE 1 400 ND 15kW 30A 11÷15 30 800 600 290 42 80
SQ707.06 INVERTER IRIS BLUE 1 400 ND 18,5kW 41A 18,5 41 800 600 290 43 80
SQ707.07 INVERTER IRIS BLUE 1 400 ND 22kW 57A 22 57 800 600 290 43 80
SQ707.08 INVERTER IRIS BLUE 1 400 ND 30kW 60A 30 60 800 600 290 43 80
SQ707.09 INVERTER IRIS BLUE 1 400 ND 37kW 80A 37 80 1150 800 430 92 104 T
SQ707.10 INVERTER IRIS BLUE 1 400 ND 45kW 88A 45 88 1350 800 470 106 123 T
SQ707.11 INVERTER IRIS BLUE 1 400 ND 55kW 120A 55 120 1350 800 470 111 123 T
SQ707.12 INVERTER IRIS BLUE 1 400 ND 75kW 145A 75 145 1350 800 470 115 123 T
SQ707.13 INVERTER IRIS BLUE 1 400 ND 92kW 195A 92 195 1950 800 670 191 187 T
SQ707.14 INVERTER IRIS BLUE 1 400 ND 110kW 215A 110 215 1950 800 670 201 187 T
SQ707.15 INVERTER IRIS BLUE 1 400 ND 132kW 240A 132 240 1950 800 670 211 187 T
SQ707.16 INVERTER IRIS BLUE 1 400 ND 160kW 300A 160 300 1950 800 670 266 187 T

HD
kW A

- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
- -
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CODE TYPE

OP100.03/16 16µF
OP100.03/20 20µF
OP100.03/25 25µF
OP100.03/30 30µF
OP100.03/35 35µF
OP100.03/40 40µF
OP100.03/45 45µF
OP100.03/50 50µF
OP100.03/55 55µF
OP100.03/60 60µF
OP100.03/70 70µF
OP100.03/75 75µF
OP100.03/80 80µF

CODE TYPE

OP100.21/05 5,25A L2-500V 4201uH
OP100.21/08 8,4A L2-500V 2626uH 
OP100.21/11 11A L2-500V 2000uH
OP100.21/17 17A L2-500V 1273uH
OP100.21/32 32A L2-500V 700uH
OP100.21/45 45A L2-500V 512uH
OP100.21/68 68A L2-500V 300uH
OP100.21/92 92A L2-500V 240uH

OP100.21/145 145A L2-500V 160uH
OP100.21/252 252A L2-500V 90uH

CODE TYPE

AC300.20.01-005.31 4-20mA 5m cable
AC300.20.01-010.31  4-20mA 10m cable
AC300.22.01-050.35 4-20mA with 50m shielded cable 2 cables + Ground wire
AC300.22.01-075.35 4-20mA with 75m shielded cable 2 cables + Ground wire
AC300.22.01-100.35 4-20mA with 100m shielded cable 2 cables + Ground wire
AC300.21.01-005.31  0-10V 5m cable
AC300.21.01-010.31  0-10V 10m cable
AC300.20.02-010.31 4-20mA 10m cable for sewage
AC300.21.02-010.31 0-10V 10m cable for sewage

CODE TYPE

OP100.23/18 LC 18,5A
OP100.23/33 LC 33A
OP100.23/45 LC 45A
OP100.23/97 LC 97A

OP100.23/150 LC 150A
OP100.23/264 LC 264A

CODE TYPE

AC300.15.10-004.35  0-10bar 4-20mA 1/4'' with 4m shielded cable 2 cables + Ground wire
AC300.15.16-004.35  0-16bar 4-20mA 1/4'' with 4m shielded cable 2 cables + Ground wire
AC300.15.25-004.35  0-25bar 4-20mA 1/4'' with 4m shielded cable 2 cables + Ground wire
AC300.16.10-004.35  0-10bar 0-10V 1/4'' with 4m shielded cable 2 cables + Ground wire
AC300.16.16-004.35  0-16bar 0-10V 1/4'' with 4m shielded cable 2 cables + Ground wire
AC300.16.25-004.35  0-25bar 0-10V 1/4'' with 4m shielded cable 2 cables + Ground wire

CODE TYPE

OP100.03/40/1 40µF with electronic circuit breaker
OP100.03/60/1 60µF with electronic circuit breaker
OP100.03/80/1 80µF with electronic circuit breaker

OP100.03/100/1 100µF with electronic circuit breaker

OPTIONALS

WIRED SINGLE-PHASE RUNNING CAPACITORS

WIRED THREE-PHASE INDUCTANCE

PIEZORESISTIVE PROBES

WIRED SINE WAVE FILTERS WITH COOLING FAN

PRESSURE TRANSDUCERS

WIRED SINGLE-PHASE STARTING CAPACITORS



ELECTROMECHANICAL 
CONTROL PANELS



NOTE
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· 	Operating voltage 230Vac ±10% 50/60Hz
· 	General illuminated switch
· 	Running capacitor
· 	Thermal circuit breaker (external reset)
· 	Connection terminal board
· 	External thermoplastic box
· 	Cable glands
·  Protection degree IP55
· 	Operating temperature -5/+40°C

SINGLE-PHASE 230Vac ±10% 50/60Hz

CODE TYPE POWER THERMAL
PROTECTION  [A]

CAPACITOR DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp A-H L-W P-D

SA600.04/16 BASIC 1 IL 230 0,5 0,37 0,5 4 16µF 180 140 80 0,5 01
SA600.04/20 BASIC 1 IL 230 0,5 0,37 0,5 4 20µF 180 140 80 0,6 01
SA600.06/20 BASIC 1 IL 230 0,75 0,55 0,75 6 20µF 180 140 80 0,6 01
SA600.06/25 BASIC 1 IL 230 0,75 0,55 0,75 6 25µF 180 140 80 0,6 01
SA600.07/30 BASIC 1 IL 230 1 0,75 1 7 30µF 180 140 80 0,6 01
SA600.07/35 BASIC 1 IL 230 1 0,75 1 7 35µF 180 140 80 0,6 01
SA600.10/40 BASIC 1 IL 230 1,5 1,1 1,5 10 40µF 180 140 80 0,6 01
SA600.13/50 BASIC 1 IL 230 2 1,5 2 13 50µF 180 140 80 0,7 01
SA600.13/60 BASIC 1 IL 230 2 1,5 2 13 60µF 180 140 80 0,7 01
SA600.15/60 BASIC 1 IL 230 2 1,5 2 15 60µF 180 140 80 0,7 01
SA600.18/70 BASIC 1 IL 230 3 2,2 3 18 70µF 180 140 80 0,7 01
SA600.18/80 BASIC 1 IL 230 3 2,2 3 18 80µF 180 140 80 0,8 01

· 	Input for pressure switch or float switch

BASIC 1 IL RANGE 0,5÷3HP

· 	Maximum current protection

STOP

1

X
-
1

X
-
2

KEY COMPONENTS

Float switch for clean water

COMMON USE

Electromechanical control panels

Direct starting electromechanical control panel 1 motor with capacitor and illuminated switch

GENERAL SPECIFICATIONS

INPUTS / OUTPUT

PROTECTIONS

https://www.salupoquadri.com/innovation/prodotto/basic-1-il/


SINGLE-PHASE 230Vac ±10% 50/60Hz

CODE TYPE POWER THERMAL
PROTECTION  [A]

CAPACITOR DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp A-H L-W P-D

SA601.04/16 BASIC 1 IC 230 0,5 0,37 0,5 4 16µF 180 140 95 0,6 01H
SA601.04/20 BASIC 1 IC 230 0,5 0,37 0,5 4 20µF 180 140 95 0,7 01H
SA601.06/20 BASIC 1 IC 230 0,75 0,55 0,75 6 20µF 180 140 95 0,7 01H
SA601.06/25 BASIC 1 IC 230 0,75 0,55 0,75 6 25µF 180 140 95 0,7 01H
SA601.07/30 BASIC 1 IC 230 1 0,75 1 7 30µF 180 140 95 0,7 01H
SA601.07/35 BASIC 1 IC 230 1 0,75 1 7 35µF 180 140 95 0,7 01H
SA601.10/40 BASIC 1 IC 230 1,5 1,1 1,5 10 40µF 180 140 95 0,7 01H
SA601.13/50 BASIC 1 IC 230 2 1,5 2 13 50µF 180 140 95 0,8 01H
SA601.13/60 BASIC 1 IC 230 2 1,5 2 13 60µF 180 140 95 0,8 01H
SA601.15/60 BASIC 1 IC 230 2 1,5 2 15 60µF 180 140 95 0,8 01H
SA601.18/70 BASIC 1 IC 230 3 2,2 3 18 70µF 180 140 95 0,8 01H
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· 	Operating voltage 230Vac ±10% 50/60Hz
· 	General bipolar cam switch
· 	Supply mains light
· 	Running capacitor
· 	Thermal circuit breaker (external reset)
· 	Connection terminal board
· 	External thermoplastic box
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	Input for pressure switch or float switch

BASIC 1 IC RANGE 0,5÷3HP

·  Maximum current protection

STOP

1

X
-
1

X
-
2

KEY COMPONENTS

Float switch for clean water

COMMON USE

Electromechanical control panels

Direct starting electromechanical control panel 1 motor with capacitor and cam switch

GENERAL SPECIFICATIONS

INPUTS / OUTPUT

PROTECTIONS

https://www.salupoquadri.com/innovation/prodotto/basic-1-ic/


STOP

1

X
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X
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KEY COMPONENTS

Float switch for clean water

COMMON USE
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· 	Input for pressure switch or float switch

SINGLE-PHASE 230Vac ±10% 50/60Hz 

CODE TYPE POWER PROTEZIONE
TERMICA  [A]

CONDENSATORE DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp A-H L-W P-D

SA602.04/16 BASIC 1 CC 230 0,5 0,37 0,5 4 16µF 285 245 140 1,8 03
SA602.04/20 BASIC 1 CC 230 0,5 0,37 0,5 4 20µF 285 245 140 1,9 03
SA602.06/20 BASIC 1 CC 230 0,75 0,55 0,75 6 20µF 285 245 140 1,9 03
SA602.06/25 BASIC 1 CC 230 0,75 0,55 0,75 6 25µF 285 245 140 1,9 03
SA602.07/30 BASIC 1 CC 230 1 0,75 1 7 30µF 285 245 140 1,9 03
SA602.07/35 BASIC 1 CC 230 1 0,75 1 7 35µF 285 245 140 1,9 03
SA602.10/40 BASIC 1 CC 230 1,5 1,1 1,5 10 40µF 285 245 140 1,9 03
SA602.13/50 BASIC 1 CC 230 2 1,5 2 13 50µF 285 245 140 2 03
SA602.13/60 BASIC 1 CC 230 2 1,5 2 13 60µF 285 245 140 2 03
SA602.15/60 BASIC 1 CC 230 2 1,5 2 15 60µF 285 245 140 2 03
SA602.18/70 BASIC 1 CC 230 3 2,2 3 18 70µF 285 245 140 2 03
SA602.18/80 BASIC 1 CC 230 3 2,2 3 18 80µF 285 245 140 2,1 03

Electromechanical control panels

BASIC 1 CC RANGE 0,5÷3HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS
· 	Maximum current protection

· 	Operating voltage 230Vac ±10% 50/60Hz 
· 	Commutator for the automatic -0- manual operation 
· 	Running light 
· 	Running capacitor 
· 	Thermal circuit breaker (external reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

Direct starting electromechanical control panel 1 motor with capacitor and cam commutator

CODICE TIPO

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

https://www.salupoquadri.com/innovation/prodotto/basic-1-cc/


SINGLE-PHASE 230Vac ±10% 50/60Hz

CODE TYPE POWER PROTEZIONE
TERMICA  [A]

CONDENSATORE DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp A-H L-W P-D

SA603.04/16 BASIC 1 CC AV 230 0,5 0,37 0,5 4 16µF 285 245 140 2,1 03
SA603.04/20 BASIC 1 CC AV 230 0,5 0,37 0,5 4 20µF 285 245 140 2,2 03
SA603.06/20 BASIC 1 CC AV 230 0,75 0,55 0,75 6 20µF 285 245 140 2,2 03
SA603.06/25 BASIC 1 CC AV 230 0,75 0,55 0,75 6 25µF 285 245 140 2,2 03
SA603.07/30 BASIC 1 CC AV 230 1 0,75 1 7 30µF 285 245 140 2,2 03
SA603.07/35 BASIC 1 CC AV 230 1 0,75 1 7 35µF 285 245 140 2,2 03
SA603.10/40 BASIC 1 CC AV 230 1,5 1,1 1,5 10 40µF 285 245 140 2,2 03
SA603.13/50 BASIC 1 CC AV 230 2 1,5 2 13 50µF 285 245 140 2,3 03
SA603.13/60 BASIC 1 CC AV 230 2 1,5 2 13 60µF 285 245 140 2,3 03
SA603.15/60 BASIC 1 CC AV 230 2 1,5 2 15 60µF 285 245 140 2,3 03
SA603.18/70 BASIC 1 CC AV 230 3 2,2 3 18 70µF 285 245 140 2,3 03
SA603.18/80 BASIC 1 CC AV 230 3 2,2 3 18 80µF 285 245 140 2,4 03
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BASIC 1 CC AV RANGE 0,5÷3HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

· 	Input for pressure switch or float switch

· 	Maximum current protection

Electromechanical control panels

· 	Operating voltage 230Vac ±10% 50/60Hz 
· 	Commutator for the automatic -0- manual operation 
· 	Running light 
· 	Analog ammeter 72x72 
· 	Analog voltmeter 72x72 
· 	Running capacitor 
· 	Thermal circuit breaker (external reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

Direct starting electromechanical control panel 1 motor with capacitor, voltmeter, ammeter and cam 
commutator 

STOP

1

X
-
1

X
-
2

KEY COMPONENTS

Float switch for clean water

COMMON USE

CODICE TIPO

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

https://www.salupoquadri.com/innovation/prodotto/basic-1-cc-av/
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· 	Input for pressure switch or float switch

SINGLE-PHASE 230Vac ±10% 50/60Hz
CODE TYPE POWER PROTEZIONE

TERMICA  [A]
CONDENSATORE DIMENSIONS mm WEIGHT

Kg
BOX

kW Hp A-H L-W P-D

SA611.04/16L BASIC 1 AVC 230 0,5 0,37 0,5 4 16µF 285 245 140 2,4 03
SA611.04/20L BASIC 1 AVC 230 0,5 0,37 0,5 4 20µF 285 245 140 2,5 03
SA611.06/20L BASIC 1 AVC 230 0,75 0,55 0,75 6 20µF 285 245 140 2,5 03
SA611.06/25L BASIC 1 AVC 230 0,75 0,55 0,75 6 25µF 285 245 140 2,5 03
SA611.07/30L BASIC 1 AVC 230 1 0,75 1 7 30µF 285 245 140 2,5 03
SA611.07/35L BASIC 1 AVC 230 1 0,75 1 7 35µF 285 245 140 2,5 03
SA611.10/40L BASIC 1 AVC 230 1,5 1,1 1,5 10 40µF 285 245 140 2,5 03
SA611.13/50L BASIC 1 AVC 230 2 1,5 2 13 50µF 285 245 140 2,6 03
SA611.13/60L BASIC 1 AVC 230 2 1,5 2 13 60µF 285 245 140 2,6 03
SA611.15/60L BASIC 1 AVC 230 2 1,5 2 15 60µF 285 245 140 2,6 03
SA611.18/70L BASIC 1 AVC 230 3 2,2 3 18 70µF 285 245 140 2,6 03
SA611.18/80L BASIC 1 AVC 230 3 2,2 3 18 80µF 285 245 140 2,7 03

BASIC 1 AVC RANGE 0,5÷3HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS
· 	Maximum current protection

Electromechanical control panels

· 	Operating voltage 230Vac ±10% 50/60Hz 
· 	Commutator for the automatic -0- manual operation (stable) 
· 	Running light 
· 	Analog ammeter 72x72 
· 	Analog voltmeter 72x72 
· 	Running capacitor 
· 	Contactor 
· 	Thermal circuit breaker (external reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

Direct starting electromechanical control panel 1 motor with capacitor, voltmeter, ammeter and contactor

STOP

1

X
-
1

X
-
2

KEY COMPONENTS

Float switch for clean water

COMMON USE

CODICE TIPO

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

https://www.salupoquadri.com/innovation/prodotto/basic-1-avc/


· 	Input for pressure switch or float switch
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DIRECT 1 RANGE 0,5÷17,5HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

Direct starting electromechanical control panel 1 motor

· Predisposition for the installation of an 	   	
  additional LEVEL control relay

· 	Operating voltage 230Vac ±10% 50/60Hz (SA624.xx) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA634.xx) 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Running light 
· 	Overload light 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/direct-1/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA624.00L DIRECT 1 230 0,5 0,37 0,5 2,5÷4 285 245 140 2,3 03
SA624.01L DIRECT 1 230 0,75 0,55 0,75 4÷6,5 285 245 140 2,3 03
SA624.02L DIRECT 1 230 1 0,75 1 6,3÷10 285 245 140 2,3 03
SA624.03L DIRECT 1 230 1,5 1,1 1,5 6,3÷10 285 245 140 2,3 03
SA624.04L DIRECT 1 230 2 1,5 2 9÷14 285 245 140 2,3 03
SA624.05L DIRECT 1 230 3 2,2 3 13÷18 285 245 140 2,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA634.00L DIRECT 1 400 0,5 0,37 0,5 1,1÷1,6 285 245 140 2,4 03
SA634.01/02L DIRECT 1 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 285 245 140 2,4 03

SA634.03L DIRECT 1 400 1,5 1,1 1,5 2,5÷4 285 245 140 2,4 03
SA634.04L DIRECT 1 400 2 1,5 2 4÷6,5 285 245 140 2,4 03

SA634.06/07L DIRECT 1 400 4 2,2÷3 3÷4 6,3÷10 285 245 140 2,4 03
SA634.09L DIRECT 1 400 5,5 4 5,5 9÷14 285 245 140 2,4 03
SA634.10L DIRECT 1 400 7,5 5,5 7,5 13÷18 285 245 140 2,4 03
SA634.11L DIRECT 1 400 10 7,5 10 17÷23 285 245 140 2,4 03
SA634.12L DIRECT 1 400 12,5 9,2 12,5 20÷25 285 245 140 2,4 03

SA634.13/14L DIRECT 1 400 17,5 11÷13 15÷17,5 24÷32 285 245 140 2,5 03

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CONTROL PANEL WITH OPTIONAL: OP331.230/1
OP331.400/1

STOP

1

X
-
1

X
-
2

CLEAN WATER (EMPTYING)COMMON USE
KEY COMPONENTS

Float switch for clean water

Level probes

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL

CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.03/(xx)x10 Wired capacitor (xx)uF (minimum quantity 10pcs) see page 116

OP100.03/xx Wired capacitor (xx)uF see page 116

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP331.230/1 Wired LEVEL 230Vac control relay
OP331.400/1 Wired LEVEL 400Vac control relay

OP100.01 3 level probes kit
OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS
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DIRECT 1 T RANGE 0,5÷17,5HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

· 	Operating voltage 230Vac ±10% 50/60Hz (SA624.2x) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA634.2x) 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Running light 
· 	Overload light 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

Direct starting electromechanical control panel 1 motor with transformer

· 	Very low voltage input for pressure switch or float switch

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/direct-1-t/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA624.20L DIRECT 1 T 230 0,5 0,37 0,5 2,5÷4 285 245 140 3,3 03
SA624.21L DIRECT 1 T 230 0,75 0,55 0,75 4÷6,5 285 245 140 3,3 03
SA624.22L DIRECT 1 T 230 1 0,75 1 6,3÷10 285 245 140 3,3 03
SA624.23L DIRECT 1 T 230 1,5 1,1 1,5 6,3÷10 285 245 140 3,3 03
SA624.24L DIRECT 1 T 230 2 1,5 2 9÷14 285 245 140 3,3 03
SA624.25L DIRECT 1 T 230 3 2,2 3 13÷18 285 245 140 3,3 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA634.20L DIRECT 1 T 400 0,5 0,37 0,5 1,1÷1,6 285 245 140 3,4 03
SA634.21/22L DIRECT 1 T 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 285 245 140 3,4 03

SA634.23L DIRECT 1 T 400 1,5 1,1 1,5 2,5÷4 285 245 140 3,4 03
SA634.24L DIRECT 1 T 400 2 1,5 2 4÷6,5 285 245 140 3,4 03

SA634.26/27L DIRECT 1 T 400 4 2,2÷3 3÷4 6,3÷10 285 245 140 3,4 03
SA634.29L DIRECT 1 T 400 5,5 4 5,5 9÷14 285 245 140 3,4 03
SA634.30L DIRECT 1 T 400 7,5 5,5 7,5 13÷18 285 245 140 3,4 03
SA634.31L DIRECT 1 T 400 10 7,5 10 17÷23 285 245 140 3,4 03
SA634.32L DIRECT 1 T 400 12,5 9,2 12,5 20÷25 285 245 140 3,4 03

SA634.33/34L DIRECT 1 T 400 17,5 11÷13 15÷17,5 24÷32 285 245 140 3,5 03

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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OPTIONALS

STOP

1

X
-
1

X
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2

COMMON USE
KEY COMPONENTS

Float switch for clean water

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODICE TIPO

OP100.02/0 Aut. -0- manual selector switch (from stable to unstable)
OP100.03/(xx)x10 Wired capacitor (xx)uF (minimum quantity 10pcs) see page 116

OP100.03/xx Wired capacitor (xx)uF see page 116

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP00.10 Couple of brackets for collar (reference BOX 03-04)
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DIRECT 1 AV RANGE 0,5÷17,5HP

· 	Input for pressure switch or float switch

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

Direct starting electromechanical control panel 1 motor with voltmeter and ammeter

· Predisposition for the installation of an 	   	
  additional LEVEL control relay

· 	Operating voltage 230Vac ±10% 50/60Hz (SA625.2x) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA635.2x) 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Running light 
· 	Overload light 
· 	Analog ammeter 72x72 
· 	Analog voltmeter 72x72 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/direct-1-av/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA625.00L DIRECT 1 AV 230 0,5 0,37 0,5 2,5÷4 285 245 140 2,6 03
SA625.01L DIRECT 1 AV 230 0,75 0,55 0,75 4÷6,5 285 245 140 2,6 03
SA625.02L DIRECT 1 AV 230 1 0,75 1 6,3÷10 285 245 140 2,6 03
SA625.03L DIRECT 1 AV 230 1,5 1,1 1,5 6,3÷10 285 245 140 2,6 03
SA625.04L DIRECT 1 AV 230 2 1,5 2 9÷14 285 245 140 2,6 03
SA625.05L DIRECT 1 AV 230 3 2,2 3 13÷18 285 245 140 2,6 03

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA635.00L DIRECT 1 AV 400 0,5 0,37 0,5 1,1÷1,6 285 245 140 2,7 03
SA635.01/02L DIRECT 1 AV 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 285 245 140 2,7 03

SA635.03L DIRECT 1 AV 400 1,5 1,1 1,5 2,5÷4 285 245 140 2,7 03
SA635.04L DIRECT 1 AV 400 2 1,5 2 4÷6,5 285 245 140 2,7 03

SA635.06/07L DIRECT 1 AV 400 4 2,2÷3 3÷4 6,3÷10 285 245 140 2,7 03
SA635.09L DIRECT 1 AV 400 5,5 4 5,5 9÷14 285 245 140 2,7 03
SA635.10L DIRECT 1 AV 400 7,5 5,5 7,5 13÷18 285 245 140 2,7 03
SA635.11L DIRECT 1 AV 400 10 7,5 10 17÷23 285 245 140 2,7 03
SA635.12L DIRECT 1 AV 400 12,5 9,2 12,5 20÷25 285 245 140 2,7 03

SA635.13/14L DIRECT 1 AV 400 17,5 11÷13 15÷17,5 24÷32 285 245 140 2,8 03

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CONTROL PANEL WITH OPTIONAL: OP331.230/1
OP331.400/1

STOP

1

X
-
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X
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COMMON USE
KEY COMPONENTS

Float switch for clean water

Level probes

CLEAN WATER (FILLING)CLEAN WATER (EMPTYING)

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL

CODICE TIPO

OP100.02/0 Aut. -0- manual selector switch (from stable to unstable)
OP100.03/(xx)x10 Wired capacitor (xx)uF (minimum quantity 10pcs) see page 116

OP100.03/xx Wired capacitor (xx)uF see page 116

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP331.230/1 Wired LEVEL 230Vac control relay
OP331.400/1 Wired LEVEL 400Vac control relay

OP100.01 3 level probes kit
OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS
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DIRECT 1 AVT RANGE 0,5÷17,5HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

· 	Very  low voltage input for pressure switch or float switch

Direct starting electromechanical control panel 1 motor with voltmeter, ammeter and transformer

· 	Operating voltage 230Vac ±10% 50/60Hz (SA625.2x) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA635.2x) 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Running light 
· 	Overload light 
· 	Analog ammeter 72x72 
· 	Analog voltmeter 72x72 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/direct-1-avt/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA625.20L DIRECT 1 AVT 230 0,5 0,37 0,5 2,5÷4 345 285 165 4,2 04
SA625.21L DIRECT 1 AVT 230 0,75 0,55 0,75 4÷6,5 345 285 165 4,2 04
SA625.22L DIRECT 1 AVT 230 1 0,75 1 6,3÷10 345 285 165 4,2 04
SA625.23L DIRECT 1 AVT 230 1,5 1,1 1,5 6,3÷10 345 285 165 4,2 04
SA625.24L DIRECT 1 AVT 230 2 1,5 2 9÷14 345 285 165 4,2 04
SA625.25L DIRECT 1 AVT 230 3 2,2 3 13÷18 345 285 165 4,2 04

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA635.20L DIRECT 1 AVT 400 0,5 0,37 0,5 1,1÷1,6 345 285 165 4,3 04
SA635.21/22L DIRECT 1 AVT 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 345 285 165 4,3 04

SA635.23L DIRECT 1 AVT 400 1,5 1,1 1,5 2,5÷4 345 285 165 4,3 04
SA635.24L DIRECT 1 AVT 400 2 1,5 2 4÷6,5 345 285 165 4,3 04

SA635.26/27L DIRECT 1 AVT 400 4 2,2÷3 3÷4 6,3÷10 345 285 165 4,3 04
SA635.29L DIRECT 1 AVT 400 5,5 4 5,5 9÷14 345 285 165 4,3 04
SA635.30L DIRECT 1 AVT 400 7,5 5,5 7,5 13÷18 345 285 165 4,3 04
SA635.31L DIRECT 1 AVT 400 10 7,5 10 17÷23 345 285 165 4,3 04
SA635.32L DIRECT 1 AVT 400 12,5 9,2 12,5 20÷25 345 285 165 4,3 04

SA635.33/34L DIRECT 1 AVT 400 17,5 11÷13 15÷17,5 24÷32 345 285 165 4,4 04

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz

STOP

1

X
-
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X
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2

COMMON USE
KEY COMPONENTS

Float switch for clean water

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODICE TIPO

OP100.02/0 Aut. -0- manual selector switch (from stable to unstable)
OP100.03/(xx)x10 Wired capacitor (xx)uF (minimum quantity 10pcs) see page 116

OP100.03/xx Wired capacitor (xx)uF see page 116

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS
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GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

EVO 1 RANGE 0,5÷25HP

Electromechanical control panels

· 	Operating voltage 230Vac ±10% 50/60Hz (SA621.xx) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA631.xx) 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation (stable)
· 	Mains supply Led light 
· 	Running Led light 
· 	Overload Led light 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	N°2 very low voltage input for pressure switch or float switches  
   (minimum/maximum level)

Direct starting electromechanical control panel 1 motor

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/evo-1/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA621.00L EVO 1 230 0,5 0,37 0,5 2,5÷4 345 285 165 5,4 04
SA621.01L EVO 1 230 0,75 0,55 0,75 4÷6,5 345 285 165 5,4 04
SA621.02L EVO 1 230 1 0,75 1 6,3÷10 345 285 165 5,4 04
SA621.03L EVO 1 230 1,5 1,1 1,5 6,3÷10 345 285 165 5,4 04
SA621.04L EVO 1 230 2 1,5 2 9÷14 345 285 165 5,4 04
SA621.05L EVO 1 230 3 2,2 3 13÷18 345 285 165 5,4 04

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA631.00L EVO 1 400 0,5 0,37 0,5 1,1÷1,6 345 285 165 5,4 04
SA631.01/02L EVO 1 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 345 285 165 5,4 04

SA631.03L EVO 1 400 1,5 1,1 1,5 2,5÷4 345 285 165 5,4 04
SA631.04L EVO 1 400 2 1,5 2 4÷6,5 345 285 165 5,4 04

SA631.06/07L EVO 1 400 4 2,2÷3 3÷4 6,3÷10 345 285 165 5,4 04
SA631.09L EVO 1 400 5,5 4 5,5 9÷14 345 285 165 5,4 04
SA631.10L EVO 1 400 7,5 5,5 7,5 13÷18 345 285 165 5,4 04
SA631.11L EVO 1 400 10 7,5 10 17÷23 345 285 165 5,4 04
SA631.12L EVO 1 400 12,5 9,2 12,5 20÷25 345 285 165 5,4 04

SA631.13/14L EVO 1 400 17,5 11÷13 15÷17,5 24÷32 345 285 165 5,5 04
SA631.15L EVO 1 400 20 15 20 32÷38 380 300 150 6,5 05
SA631.16L EVO 1 400 25 18,5 25 35÷50 380 300 210 8,1 06

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Timer analogico giornaliero 72x72 con riserva cablato
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS

CONTROL PANEL WITH OPTIONAL:
OP331.230

CONTROL PANEL WITH OPTIONAL:
OP200.00/1
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING)

KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL
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EVO 1 AV RANGE 0,5÷25HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

· 	N°2 very low voltage input for pressure switch or float switches  
   (minimum/maximum level)

· 	Operating voltage 230Vac ±10% 50/60Hz (SA622.xx) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA632.xx) 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Running Led light 
· 	Overload Led light 
· 	Analog ammeter 72x72 
· 	Analog voltmeter 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

Direct starting electromechanical control panel 1 motor with voltmeter and ammeter

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/evo-1-av/
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CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA622.00L EVO 1 AV 230 0,5 0,37 0,5 2,5÷4 345 285 165 5,7 04
SA622.01L EVO 1 AV 230 0,75 0,55 0,75 4÷6,5 345 285 165 5,7 04
SA622.02L EVO 1 AV 230 1 0,75 1 6,3÷10 345 285 165 5,7 04
SA622.03L EVO 1 AV 230 1,5 1,1 1,5 6,3÷10 345 285 165 5,7 04
SA622.04L EVO 1 AV 230 2 1,5 2 9÷14 345 285 165 5,7 04
SA622.05L EVO 1 AV 230 3 2,2 3 13÷18 345 285 165 5,7 04

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA632.00L EVO 1 AV 400 0,5 0,37 0,5 1,1÷1,6 345 285 165 5,7 04
SA632.01/02L EVO 1 AV 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 345 285 165 5,7 04

SA632.03L EVO 1 AV 400 1,5 1,1 1,5 2,5÷4 345 285 165 5,7 04
SA632.04L EVO 1 AV 400 2 1,5 2 4÷6,5 345 285 165 5,7 04

SA632.06/07L EVO 1 AV 400 4 2,2÷3 3÷4 6,3÷10 345 285 165 5,7 04
SA632.09L EVO 1 AV 400 5,5 4 5,5 9÷14 345 285 165 5,7 04
SA632.10L EVO 1 AV 400 7,5 5,5 7,5 13÷18 345 285 165 5,7 04
SA632.11L EVO 1 AV 400 10 7,5 10 17÷23 345 285 165 5,7 04
SA632.12L EVO 1 AV 400 12,5 9,2 12,5 20÷25 345 285 165 5,7 04

SA632.13/14L EVO 1 AV 400 17,5 11÷13 15÷17,5 24÷32 345 285 165 5,8 04
SA632.15L EVO 1 AV 400 20 15 20 32÷38 380 300 150 6,8 05
SA632.16L EVO 1 AV 400 25 18,5 25 35÷50 380 300 210 8,4 06

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz

CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OP00.10 Couple of brackets for collar (reference BOX 03-04)

OPTIONALS
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL
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EVO 1 AVM RANGE 0,5÷50HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

· 	N°2 very low voltage input for pressure switch or float switches  
   (minimum/maximum level)

· 	Operating voltage 230Vac ±10% 50/60Hz (SA700.xx) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA701.xx) 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Running Led light 
· 	Overload Led light 
· 	Analog ammeter 72x72 
· 	Analog voltmeter 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	Contactor 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

Direct starting electromechanical control panel 1 motor with voltmeter, ammeter and metal box

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/evo-1-avm/


89

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA700.00L EVO 1 AVM 230 0,5 0,37 0,5 2,5÷4 400 300 180 10,7 40
SA700.01L EVO 1 AVM 230 0,75 0,55 0,75 4÷6,5 400 300 180 10,7 40
SA700.02L EVO 1 AVM 230 1 0,75 1 6,3÷10 400 300 180 10,7 40
SA700.03L EVO 1 AVM 230 1,5 1,1 1,5 6,3÷10 400 300 180 10,7 40
SA700.04L EVO 1 AVM 230 2 1,5 2 9÷14 400 300 180 10,7 40
SA700.05L EVO 1 AVM 230 3 2,2 3 13÷18 400 300 180 10,7 40

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA701.00L EVO 1 AVM 400 0,5 0,37 0,5 1,1÷1,6 400 300 180 10,7 40
SA701.01/02L EVO 1 AVM 400 1 0,55÷0,75 0,75÷1 1,6÷2,5 400 300 180 10,7 40

SA701.03L EVO 1 AVM 400 1,5 1,1 1,5 2,5÷4 400 300 180 10,7 40
SA701.04L EVO 1 AVM 400 2 1,5 2 4÷6,5 400 300 180 10,7 40

SA701.06/07L EVO 1 AVM 400 4 2,2÷3 3÷4 6,3÷10 400 300 180 10,7 40
SA701.09L EVO 1 AVM 400 5,5 4 5,5 9÷14 400 300 180 10,7 40
SA701.10L EVO 1 AVM 400 7,5 5,5 7,5 13÷18 400 300 180 10,7 40
SA701.11L EVO 1 AVM 400 10 7,5 10 17÷23 400 300 180 10,7 40
SA701.12L EVO 1 AVM 400 12,5 9,2 12,5 20÷25 400 300 180 10,7 40

SA701.13/14L EVO 1 AVM 400 17,5 11÷13 15÷17,5 24÷32 400 300 180 10,8 40
SA701.15L EVO 1 AVM 400 20 15 20 32÷38 400 300 180 11,4 40
SA701.16L EVO 1 AVM 400 25 18,5 25 35÷50 500 400 230 17,4 50
SA701.17L EVO 1 AVM 400 35 22÷26 30÷35 46÷65 500 400 230 17,4 50
SA701.18L EVO 1 AVM 400 40 30 40 60÷82 500 400 230 17,4 50
SA701.19L EVO 1 AVM 400 50 37 50 70÷95 500 400 230 17,4 50

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz

CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button

OP100.03/xx/1 Wired capacitor (xx)µF with electronic circuit breaker 230Vac see page 116

OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL



· 	Operating voltage 230Vac ±10% 50/60Hz (SA651.xx) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA661.xx) 
· 	General disconnecting switch with door lock 
· 	N°2 selector switches for automatic -0- manual operation (stable) 
· 	Mains supply Led light 
· 	N°2 running Led lights 
· 	N°2 overload Led lights 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°2 contactors 
· 	N°2 thermal relays (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40°C
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GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

EVO 2 RANGE 0,5÷20HP

Electromechanical control panels

Direct starting electromechanical control panel 2 motors

· Protection fuse for each motor

· 	 Maximum current protection for each motor with alarm

·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 2 level)

https://www.salupoquadri.com/innovation/prodotto/evo-2/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA651.00L EVO 2 230 0,5 0,37 0,5 2x(2,5÷4) 380 300 150 6,4 05
SA651.01L EVO 2 230 0,75 0,55 0,75 2x(4÷6,5) 380 300 150 6,4 05
SA651.02L EVO 2 230 1 0,75 1 2x(6,3÷10) 380 300 150 6,4 05
SA651.03L EVO 2 230 1,5 1,1 1,5 2x(6,3÷10) 380 300 150 6,4 05
SA651.04L EVO 2 230 2 1,5 2 2x(9÷14) 380 300 150 6,4 05
SA651.05L EVO 2 230 3 2,2 3 2x(13÷18) 380 300 150 6,4 05

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA661.00L EVO 2 400 0,5 0,37 0,5 2x(1,1÷1,6) 380 300 150 6,4 05
SA661.01/02L EVO 2 400 1 0,55÷0,75 0,75÷1 2x(1,6÷2,5) 380 300 150 6,4 05

SA661.03L EVO 2 400 1,5 1,1 1,5 2x(2,5÷4) 380 300 150 6,4 05
SA661.04L EVO 2 400 2 1,5 2 2x(4÷6,5) 380 300 150 6,4 05

SA661.06/07L EVO 2 400 4 2,2÷3 3÷4 2x(6,3÷10) 380 300 150 6,4 05
SA661.09L EVO 2 400 5,5 4 5,5 2x(9÷14) 380 300 150 6,4 05
SA661.10L EVO 2 400 7,5 5,5 7,5 2x(13÷18) 380 300 150 6,4 05
SA661.11L EVO 2 400 10 7,5 10 2x(17÷23) 380 300 150 6,8 05
SA661.12L EVO 2 400 12,5 9,2 12,5 2x(20÷25) 380 300 150 6,8 05

SA661.13/14L EVO 2 400 17,5 11÷13 15÷17,5 2x(24÷32) 460 380 150 7,1 07
SA661.15L EVO 2 400 20 15 20 2x(32÷38) 460 380 150 7,3 07

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button 
OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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COMMON USE
KEY COMPONENTS

Float switch for clean water

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.



· 	Operating voltage 230Vac ±10% 50/60Hz (SA653.2x) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA663.2x) 
· 	General disconnecting switch with door lock 
· 	N°2 selector switches for automatic -0- manual operation (stable) 
· 	Mains supply Led light 
· 	N°2 running Led lights 
· 	N°2 overload Led lights 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°2 contactors 
· 	N°2 thermal relays (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40°C

ADVANTAGES

PROTECTIONS
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GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

EVO 2 MULTI PRO RANGE 0,5÷20HP

Electromechanical control panels

Direct starting electromechanical control panel 2 motors for pressure booster and sewage

· Multi-application control panel
· Motors alternance
· 3s delay between the starting of the 2 motors
· Protection fuse for each motor
· Float inputs interfaced by relay

· 	 Configuration via Dip switch
· 	 Alternarce of the 2 motors
· 	 3s delay between the starting of the 2 motors

·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 2 level)

· 	 Maximum current protection for each motor with alarm

https://www.salupoquadri.com/innovation/prodotto/evo-2-multi/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA653.20L EVO 2 MULTI PRO 230 0,5 0,37 0,5 2x(2,5÷4) 380 300 150 6,5 05
SA653.21L EVO 2 MULTI PRO 230 0,75 0,55 0,75 2x(4÷6,5) 380 300 150 6,5 05
SA653.22L EVO 2 MULTI PRO 230 1 0,75 1 2x(6,3÷10) 380 300 150 6,5 05
SA653.23L EVO 2 MULTI PRO 230 1,5 1,1 1,5 2x(6,3÷10) 380 300 150 6,5 05
SA653.24L EVO 2 MULTI PRO 230 2 1,5 2 2x(9÷14) 380 300 150 6,5 05
SA653.25L EVO 2 MULTI PRO 230 3 2,2 3 2x(13÷18) 380 300 150 6,5 05

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA663.20L EVO 2 MULTI PRO 400 0,5 0,37 0,5 2x(1,1÷1,6) 380 300 150 6,5 05
SA663.21/22L EVO 2 MULTI PRO 400 1 0,55÷0,75 0,75÷1 2x(1,6÷2,5) 380 300 150 6,5 05

SA663.23L EVO 2 MULTI PRO 400 1,5 1,1 1,5 2x(2,5÷4) 380 300 150 6,5 05
SA663.24L EVO 2 MULTI PRO 400 2 1,5 2 2x(4÷6,5) 380 300 150 6,5 05

SA663.26/27L EVO 2 MULTI PRO 400 4 2,2÷3 3÷4 2x(6,3÷10) 380 300 150 6,5 05
SA663.29L EVO 2 MULTI PRO 400 5,5 4 5,5 2x(9÷14) 380 300 150 6,5 05
SA663.30L EVO 2 MULTI PRO 400 7,5 5,5 7,5 2x(13÷18) 380 300 150 6,5 05
SA663.31L EVO 2 MULTI PRO 400 10 7,5 10 2x(17÷23) 380 300 150 6,9 05
SA663.32L EVO 2 MULTI PRO 400 12,5 9,2 12,5 2x(20÷25) 380 300 150 6,9 05

SA663.33/34L EVO 2 MULTI PRO 400 17,5 11÷13 15÷17,5 2x(24÷32) 460 380 150 7,2 07
SA663.35L EVO 2 MULTI PRO 400 20 15 20 2x(32÷38) 460 380 150 7,4 07

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button
OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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PRESSURE BOOSTER SEWAGE
KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Pressure switch

BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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EVO 3 RANGE 0,5÷17,5HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

Direct starting electromechanical control panel 3 motors

· Protection fuse for each motor

· 	 Maximum current protection for each motor with alarm

·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 2 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 3 level)

· 	Operating voltage 230Vac ±10% 50/60Hz (SA671.xx) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA681.xx) 
· 	General disconnecting switch with door lock 
· 	N°3 selector switches for automatic -0- manual operation (stable) 
· 	Mains supply Led light 
· 	N°3 running Led lights 
· 	N°3 overload Led lights 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°3 contactors 
· 	N°3 thermal relays (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40°C

https://www.salupoquadri.com/innovation/prodotto/evo-3/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA671.00L EVO 3 230 0, 5 0,37 0,5 3x(2,5÷4) 460 380 150 10,6 07
SA671.01L EVO 3 230 0,75 0,55 0,75 3x(4÷6,5) 460 380 150 10,6 07
SA671.02L EVO 3 230 1 0,75 1 3x(6,3÷10) 460 380 150 10,6 07
SA671.03L EVO 3 230 1,5 1,1 1,5 3x(6,3÷10) 460 380 150 10,6 07
SA671.04L EVO 3 230 2 1,5 2 3x(9÷14) 460 380 150 10,6 07
SA671.05L EVO 3 230 3 2,2 3 3x(13÷18) 460 380 150 10,6 07

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA681.00L EVO 3 400 0,5 0,37 0,5 3x(1,1÷1,6) 460 380 150 10,6 07
SA681.01/02L EVO 3 400 1 0,55÷0,75 0,75÷1 3x(1,6÷2,5) 460 380 150 10,6 07

SA681.03L EVO 3 400 1,5 1,1 1,5 3x(2,5÷4) 460 380 150 10,6 07
SA681.04L EVO 3 400 2 1,5 2 3x(4÷6,5) 460 380 150 10,6 07

SA681.06/07L EVO 3 400 4 2,2÷3 3÷4 3x(6,3÷10) 460 380 150 10,6 07
SA681.09L EVO 3 400 5,5 4 5,5 3x(9÷14) 460 380 150 10,6 07
SA681.10L EVO 3 400 7,5 5,5 7,5 3x(13÷18) 460 380 150 10,6 07
SA681.11L EVO 3 400 10 7,5 10 3x(17÷23) 460 380 150 10,6 07
SA681.12L EVO 3 400 12,5 9,2 12,5 3x(20÷25) 460 380 150 10,6 07

SA681.13/14L EVO 3 400 17,5 11÷13 15÷17,5 3x(24÷32) 460 380 150 10,9 07

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button 
OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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COMMON USE
KEY COMPONENTS

Float switch for clean water

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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EVO 3 MULTI PRO RANGE 0,5÷17,5HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

Electromechanical control panels

Direct starting electromechanical control panel 3 motors for pressure booster and sewage

· Multi-application control panel
· Motors alternance
· 3s delay between the starting of the 3 motors
· Protection fuse for each motor
· Float inputs interfaced by relay

· 	Operating voltage 230Vac ±10% 50/60Hz (SA673.2x) 
· 	Operating voltage 400Vac ±10% 50/60Hz (SA683.2x) 
· 	General disconnecting switch with door lock 
· 	N°3 selector switches for automatic -0- manual operation (stable) 
· 	Mains supply Led light 
· 	N°3 running Led lights 
· 	N°3 overload Led lights 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°3 contactors 
· 	N°3 thermal relays (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40°C

· 	 Configuration via Dip switch
· 	 Alternarce of the 3 motors
· 	 3s delay between the starting of the 3 motors

·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 2 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 3 level)

· 	 Maximum current protection for each motor with alarm

https://www.salupoquadri.com/innovation/prodotto/evo-3-multi/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA673.20L EVO 3 MULTI PRO 230 0,5 0,37 0,5 3x(2,5÷4) 460 380 150 10,7 07
SA673.21L EVO 3 MULTI PRO 230 0,75 0,55 0,75 3x(4÷6,5) 460 380 150 10,7 07
SA673.22L EVO 3 MULTI PRO 230 1 0,75 1 3x(6,3÷10) 460 380 150 10,7 07
SA673.23L EVO 3 MULTI PRO 230 1,5 1,1 1,5 3x(6,3÷10) 460 380 150 10,7 07
SA673.24L EVO 3 MULTI PRO 230 2 1,5 2 3x(9÷14) 460 380 150 10,7 07
SA673.25L EVO 3 MULTI PRO 230 3 2,2 3 3x(13÷18) 460 380 150 10,7 07

CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA683.20L EVO 3 MULTI PRO 400 0,5 0,37 0,5 3x(1,1÷1,6) 460 380 150 10,7 07
SA683.21/22L EVO 3 MULTI PRO 400 1 0,55÷0,75 0,75÷1 3x(1,6÷2,5) 460 380 150 10,7 07

SA683.23L EVO 3 MULTI PRO 400 1,5 1,1 1,5 3x(2,5÷4) 460 380 150 10,7 07
SA683.24L EVO 3 MULTI PRO 400 2 1,5 2 3x(4÷6,5) 460 380 150 10,7 07

SA683.26/27L EVO 3 MULTI PRO 400 4 2,2÷3 3÷4 3x(6,3÷10) 460 380 150 10,7 07
SA683.29L EVO 3 MULTI PRO 400 5,5 4 5,5 3x(9÷14) 460 380 150 10,7 07
SA683.30L EVO 3 MULTI PRO 400 7,5 5,5 7,5 3x(13÷18) 460 380 150 10,7 07
SA683.31L EVO 3 MULTI PRO 400 10 7,5 10 3x(17÷23) 460 380 150 10,7 07
SA683.32L EVO 3 MULTI PRO 400 12,5 9,2 12,5 3x(20÷25) 460 380 150 10,7 07

SA683.33/34L EVO 3 MULTI PRO 400 17,5 11÷13 15÷17,5 3x(24÷32) 460 380 150 11 07

SINGLE-PHASE 230Vac ±10% 50/60Hz

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.02/0 Automatic -0- manual selector switch (from stable to unstable)
OP100.07/3 Wired start-stop button 
OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05 Wired single-phase surge arrester type 2

OP100.05/1 Wired three-phase surge arrester type 2
OP100.15/024 Wired hour counter 24Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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PRESSURE BOOSTER SEWAGE
KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Pressure switch

BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.
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STAR DELTA 1 BASIC RANGE 7,5÷20HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation (stable) 
· 	Adjustable star delta timer 
· 	Mains supply Led light 
· 	Running Led light 
· 	Overload Led light 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	N°3 contactors 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP65 
· 	Operating temperature -5/+40°C

·	 N°2 very low voltage inputs for pressure switch or float switch	
	

· 	 Maximum current protection with alarm

Star delta starting electromechanical control panel 1 motor

https://www.salupoquadri.com/innovation/prodotto/star-delta-1-basic/


CODE TYPE

OP100.04/4 Wired lack, sequence and asymmetry of phases relay
OP100.04/5 Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230 Wired LEVEL 230Vac control relay
OP100.01 3 level probes kit

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay complete with socket (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ750.00L STAR DELTA 1 BASIC 400 7,5 5,5 7,5 14 460 380 150 8,3 07
SQ750.01L STAR DELTA 1 BASIC 400 10 7,5 10 18 460 380 150 8,3 07
SQ750.02L STAR DELTA 1 BASIC 400 12,5 9,2 12,5 22 460 380 150 8,3 07
SQ750.03L STAR DELTA 1 BASIC 400 15 11 15 27 460 380 150 8,4 07
SQ750.04L STAR DELTA 1 BASIC 400 17,5 13 17,5 31 460 380 150 8,4 07
SQ750.05L STAR DELTA 1 BASIC 400 20 15 20 35 460 380 150 8,5 07

THREE-PHASE 400Vac ±10% 50/60Hz
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OPTIONALS
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL



· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation 
· 	Start-stop button for manual operation 
· 	Adjustable star delta timer 
· 	Running Led light 
· 	Overload Led light 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	Analog ammeter 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	N°3 contactors 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

100

STAR DELTA 1 RANGE 7,5÷200HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

Star delta starting electromechanical control panel 1 motor with voltmeter and ammeter

·	 N°2 very low voltage input for pressure switch or float switches   
   (minimum/maximum level)

· 	 Maximum current protection with alarm

https://www.salupoquadri.com/innovation/prodotto/star-delta-1/


CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ700.00 STAR DELTA 1 400 7,5 5,5 7,5 14 500 400 230 17 50
SQ700.01 STAR DELTA 1 400 10 7,5 10 18 500 400 230 17 50
SQ700.20 STAR DELTA 1 400 12,5 9,2 12,5 22 500 400 230 17 50
SQ700.02 STAR DELTA 1 400 15 11 15 27 500 400 230 17 50
SQ700.21 STAR DELTA 1 400 17,5 13 17,5 31 500 400 230 17 50
SQ700.03 STAR DELTA 1 400 20 15 20 35 500 400 230 18 50
SQ700.04 STAR DELTA 1 400 25 18,5 25 44 500 400 230 18 50
SQ700.05 STAR DELTA 1 400 35 22÷26 30÷35 60 600 400 230 21 60
SQ700.06 STAR DELTA 1 400 40 30 40 69 600 400 230 21 60
SQ700.07 STAR DELTA 1 400 50 37 50 85 700 500 240 29 70
SQ700.08 STAR DELTA 1 400 60 45 60 100 700 500 290 36 71
SQ700.09 STAR DELTA 1 400 75 51,5÷55 70÷75 121 800 600 290 39 80
SQ700.10 STAR DELTA 1 400 80 60 80 132 800 600 290 39 80
SQ700.11 STAR DELTA 1 400 90 66 90 146 1000 600 370 52 101
SQ700.12 STAR DELTA 1 400 100 75 100 165 1000 600 370 52 101
SQ700.13 STAR DELTA 1 400 125 92 125 203 1200 800 370 80 122
SQ700.14 STAR DELTA 1 400 150 110 150 242 1200 800 370 86 122
SQ700.15 STAR DELTA 1 400 180 132 180 291 1200 800 370 88 122
SQ700.16 STAR DELTA 1 400 200 150 200 330 1200 800 370 90 122

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230L Wired LEVEL 230Vac control relay with yellow Led light 24Vac

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/ST Wired interface 24Vac relay (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.41 Relay kit for PT100 digital temperature monitoring 

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230L

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL
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STAR DELTA 2 RANGE 7,5÷125HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

Star delta starting electromechanical control panel 2 motors with voltmeter and ammeters

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	N°2 selector switches for automatic -0- manual operation 
· 	N°2 start-stop buttons for manual operation 
· 	N°2 adjustable star delta timers 
· 	N°2 running Led lights 
· 	N°2 overload Led lights 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	N°2 analog ammeters 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°6 contactors 
· 	N°2 thermal relays (internal reset) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

·	 N°2 very low voltage input for pressure switch or float switches  
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage input for pressure switch or float switches  
   (minimum/maximum motor 2 level)

· 	 Maximum current protection for each motor with alarm

https://www.salupoquadri.com/innovation/prodotto/star-delta-2/


CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ710.00 STAR DELTA 2 400 7,5 5,5 7,5 2x(14) 600 400 230 22 60
SQ710.01 STAR DELTA 2 400 10 7,5 10 2x(18) 600 400 230 22 60
SQ710.14 STAR DELTA 2 400 12,5 9,2 12,5 2x(22) 600 400 230 22 60
SQ710.02 STAR DELTA 2 400 15 11 15 2x(27) 600 400 230 22 60
SQ710.15 STAR DELTA 2 400 17,5 13 17,5 2x(31) 600 400 230 22 60
SQ710.03 STAR DELTA 2 400 20 15 20 2x(35) 700 500 240 29 70
SQ710.04 STAR DELTA 2 400 25 18,5 25 2x(44) 700 500 240 29 70
SQ710.05 STAR DELTA 2 400 35 22÷26 30÷35 2x(60) 800 600 290 39 80
SQ710.06 STAR DELTA 2 400 40 30 40 2x(69) 800 600 290 39 80
SQ710.07 STAR DELTA 2 400 50 37 50 2x(85) 800 600 290 43 80
SQ710.08 STAR DELTA 2 400 60 45 60 2x(100) 800 600 290 45 80
SQ710.09 STAR DELTA 2 400 75 51,5÷55 70÷75 2x(121) 1000 800 370 66 103
SQ710.10 STAR DELTA 2 400 80 60 80 2x(132) 1000 800 370 68 103
SQ710.11 STAR DELTA 2 400 90 66 90 2x(146) 1200 800 370 74 122
SQ710.12 STAR DELTA 2 400 100 75 100 2x(165) 1200 800 370 78 122
SQ710.13 STAR DELTA 2 400 125 92 125 2x(203) 1200 800 370 85 122

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OP332.024/R Wired MULTI 2 PRO 24Vac control relay for pressure booster and sewage with interface relay
    OP100.17/024/3 Wired 24Vac interface relay for 3 float switches

OP100.17/024 Wired interface 24Vac relay complete with socket
OP100.17/024/ST Wired interface 24Vac relay complete with socket (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)

OP210.01 Wired very low voltage input for klixon motor contact
OP200.41 Relay kit for PT100

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS

CONTROL PANEL WITH OPTIONAL: OP332.024/R
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PRESSURE BOOSTER SEWAGECOMMON USE
KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Pressure switch

BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL



· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	N°3 selector switches for automatic -0- manual operation 
· 	N°3 start-stop buttons for manual operation 
· 	N°3 adjustable star delta timers 
· 	N°3 running Led lights 
· 	N°3 overload Led lights 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	N°3 analog ammeters 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°9 contactors 
· 	N°3 thermal relays (internal reset) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C
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STAR DELTA 3 RANGE 7,5÷60HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

Electromechanical control panels

Star delta starting electromechanical control panel 3 motors with voltmeter and ammeters

·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 2 level) 
·	 N°2 very low voltage input for pressure switch or float switches 
   (minimum/maximum motor 3 level)

· 	 Maximum current protection for each motor with alarm

https://www.salupoquadri.com/innovation/prodotto/star-delta-3/


CODE TYPE POWER NOMINAL DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ720.00 STAR DELTA 3 400 7,5 5,5 7,5 3x(14) 800 600 290 39 80
SQ720.01 STAR DELTA 3 400 10 7,5 10 3x(18) 800 600 290 39 80
SQ720.09 STAR DELTA 3 400 12,5 9,2 12,5 3x(22) 800 600 290 39 80
SQ720.02 STAR DELTA 3 400 15 11 15 3x(27) 800 600 290 39 80
SQ720.10 STAR DELTA 3 400 17,5 13 17,5 3x(31) 800 600 290 39 80
SQ720.03 STAR DELTA 3 400 20 15 20 3x(35) 800 600 290 41 80
SQ720.04 STAR DELTA 3 400 25 18,5 25 3x(44) 800 600 290 41 80
SQ720.05 STAR DELTA 3 400 35 22÷26 30÷35 3x(60) 1000 800 370 65 103
SQ720.06 STAR DELTA 3 400 40 30 40 3x(69) 1000 800 370 67 103
SQ720.07 STAR DELTA 3 400 50 37 50 3x(85) 1000 800 370 72 103
SQ720.08 STAR DELTA 3 400 60 45 60 3x(100) 1000 800 370 74 103

THREE-PHASE 400Vac ±10% 50/60Hz
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OPTIONALS

CONTROL PANEL WITH OPTIONAL: OP333.230
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PRESSURE BOOSTER SEWAGECOMMON USE
KEY COMPONENTS

Float switch for clean water

Float switch for sewage

Pressure switch

BLACK LIQUOR

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL

CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP333.230 Wired MULTI 3 230Vac control relay for pressure booster and sewage

    OP100.17/024/4 Wired interface 24Vac relay for 4 float switches
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/ST Wired interface 24Vac relay complete with socket (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)

OP210.01 Wired very low voltage input for klixon motor contact
OP200.41 Wired very low voltage input for motor klixon

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19



· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation 
· 	Start-stop button for manual operation 
· 	Adjustable impedance timer 
· 	Running Led light 
· 	Overload Led light 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	Analog ammeter 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	N°2 contactors 
· 	Three-phase impedance with thermostat 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C
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GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS

IMPEDANCE 1 RANGE 3÷200HP

· 	 Maximum current protection con allarme

Electromechanical control panels

·	 N°2 very low voltage input for pressure switch or float switches  
   (minimum/maximum level)

Stator impedance starting electromechanical control panel 1 motor with voltmeter and ammeter

https://www.salupoquadri.com/innovation/prodotto/impedance-1/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ701.00 IMPEDANCE 1 400 3 2,2 3 5,5÷8 500 400 230 11 50
SQ701.01 IMPEDANCE 1 400 5,5 4 5,5 9÷12,5 500 400 230 20 50
SQ701.02 IMPEDANCE 1 400 7,5 5,5 7,5 11÷16 500 400 230 20 50
SQ701.03 IMPEDANCE 1 400 10 7,5 10 14÷20 500 400 230 23 50
SQ701.19 IMPEDANCE 1 400 12,5 9,2 12,5 20÷25 500 400 230 23 50
SQ701.04 IMPEDANCE 1 400 15 11 15 23÷28 500 400 230 25 50
SQ701.20 IMPEDANCE 1 400 17,5 13 17,5 27÷32 500 400 230 26 50
SQ701.05 IMPEDANCE 1 400 20 15 20 30÷36 600 400 230 27 60
SQ701.06 IMPEDANCE 1 400 25 18,5 25 40÷50 700 500 240 35 70
SQ701.07 IMPEDANCE 1 400 30 22 30 47÷57 700 500 240 37 70
SQ701.21 IMPEDANCE 1 400 35 26 35 54÷65 700 500 240 37 70
SQ701.08 IMPEDANCE 1 400 40 30 40 62÷73 700 500 240 41 70
SQ701.09 IMPEDANCE 1 400 50 37 50 70÷90 800 600 290 53 80
SQ701.10 IMPEDANCE 1 400 60 45 60 50÷200 1000 800 370 87 103
SQ701.11 IMPEDANCE 1 400 70 51,5 70 50÷200 1000 800 370 92 103
SQ701.22 IMPEDANCE 1 400 75 55 75 50÷200 1000 800 370 92 103
SQ701.12 IMPEDANCE 1 400 80 60 80 50÷200 1000 800 370 95 103
SQ701.13 IMPEDANCE 1 400 90 66 90 50÷200 1000 800 370 104 103
SQ701.14 IMPEDANCE 1 400 100 75 100 50÷200 1000 800 370 104 103
SQ701.15 IMPEDANCE 1 400 125 92 125 55÷250 1200 800 370 122 122
SQ701.16 IMPEDANCE 1 400 150 110 150 55÷250 1800 800 470 197 185
SQ701.17 IMPEDANCE 1 400 180 132 180 160÷630 1800 800 470 207 185
SQ701.18 IMPEDANCE 1 400 200 150 200 160÷630 1800 800 470 212 185

THREE-PHASE 400Vac ±10% 50/60Hz
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230L

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL

CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230L Wired LEVEL 230Vac control relay with yellow Led light 24Vac

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/ST Wired interface 24Vac relay complete with socket (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.41 Relay kit for PT100 digital temperature monitoring 

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS



· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation 
· 	Start-stop button for manual operation 
· 	Adjustable autotransformer timer 
· 	Running Led light 
· 	Overload Led light 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	Analog ammeter 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	N°3 contactors 
· 	Three-phase autotransformer with thermostat 
· 	Thermal relay (internal reset) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

108

AUTOTRANSFORMER 1 RANGE 10÷200HP

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

PROTECTIONS
· 	 Maximum current protection con allarme

Electromechanical control panels

·	 N°2 very  low voltage input for pressure switch or float switches 
   (minimum/maximum level)

Autotransformer starting electromechanical control panel 1 motor with voltmeter and ammeter

https://www.salupoquadri.com/innovation/prodotto/autotransformer-1/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ705.00 AUTOTRANSFORMER 1 400 10 7,5 10 14÷20 700 500 290 29 71
SQ705.01 AUTOTRANSFORMER 1 400 12,5 9,2 12,5 20÷25 700 500 290 29 71
SQ705.02 AUTOTRANSFORMER 1 400 15 11 15 23÷28 700 500 290 31 71
SQ705.03 AUTOTRANSFORMER 1 400 17,5 13 17,5 27÷32 700 500 290 32 71
SQ705.04 AUTOTRANSFORMER 1 400 20 15 20 30÷36 700 500 290 33 71
SQ705.05 AUTOTRANSFORMER 1 400 25 18,5 25 40÷50 700 500 290 40 71
SQ705.06 AUTOTRANSFORMER 1 400 30 22 30 47÷57 800 600 290 42 80
SQ705.07 AUTOTRANSFORMER 1 400 35 26 35 54÷65 800 600 290 42 80
SQ705.08 AUTOTRANSFORMER 1 400 40 30 40 62÷73 800 600 290 46 80
SQ705.09 AUTOTRANSFORMER 1 400 50 37 50 70÷90 800 600 290 58 80
SQ705.10 AUTOTRANSFORMER 1 400 60 45 60 50÷200 1000 800 370 85 103
SQ705.11 AUTOTRANSFORMER 1 400 70 51,5 70 50÷200 1000 800 370 90 103
SQ705.12 AUTOTRANSFORMER 1 400 75 55 75 50÷200 1000 800 370 90 103
SQ705.13 AUTOTRANSFORMER 1 400 80 60 80 50÷200 1000 800 370 93 103
SQ705.14 AUTOTRANSFORMER 1 400 90 66 90 50÷200 1000 800 370 103 103
SQ705.15 AUTOTRANSFORMER 1 400 100 75 100 50÷200 1000 800 370 103 103
SQ705.16 AUTOTRANSFORMER 1 400 125 92 125 55÷250 1200 800 370 120 122
SQ705.17 AUTOTRANSFORMER 1 400 150 110 150 160÷630 1800 800 470 195 185
SQ705.18 AUTOTRANSFORMER 1 400 180 132 180 160÷630 1800 800 470 205 185
SQ705.19 AUTOTRANSFORMER 1 400 200 150 200 160÷630 1800 800 470 210 185

THREE-PHASE 400Vac ±10% 50/60Hz
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CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.15/110 Wired hour counter 110Vac 48x48

OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/1T Wired analog daily timer 72x72 without reserve (timed function)
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230L Wired LEVEL 230Vac control relay with yellow Led light 24Vac

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/ST Wired interface 24Vac relay complete with socket (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.41 Relay kit for PT100 digital temperature monitoring

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL



· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Selector switch for automatic -0- manual operation 
· 	Start-stop button for manual operation 
· 	Running Led light 
· 	Overload Led light 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	Analog ammeter 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Motor protection fuse 
· 	Soft start with by-pass contacts
· 	Line contactor 
· 	Forced ventilation complete with filters (from 25Hp) 
· 	Thermostat for fan 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

110

SOFT START 1 CL RANGE 3÷200HP

ADVANTAGES

PROTECTIONS

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS

Electromechanical control panels

·	 Adjustable acceleration and deceleration ramp by trimmer 
·	 Adjustable starting voltage by trimmer

· 	 Maximum current protection with phases unbalance 
· 	 Protection against lack of phase and missing load

· 	N°2 very low voltage inputs for pressure switch or float switches  
   (minimum/maximum level)

· Easy to program
· Adjustable acceleration and deceleration  	
  ramp
· Line contactor

Soft start and line contactors starting electromechanical control panel 1 motor with voltmeter and ammeters

https://www.salupoquadri.com/innovation/prodotto/soft-start-1/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ702.CL00 SOFT START 1 CL 400 5,5 2,2÷4 3÷5,5 5÷12,5 500 400 230 17 50
SQ702.CL01 SOFT START 1 CL 400 12,5 5,5÷9,2 7,5÷12,5 10÷25 500 400 230 17 50
SQ702.CL02 SOFT START 1 CL 400 17,5 11÷13 15÷17,5 17÷32 500 400 230 17 50
SQ702.CL03 SOFT START 1 CL 400 20 15 20 23÷38 500 400 230 17 50
SQ702.CL04 SOFT START 1 CL 400 25 18,5 25 22,5÷45 600 400 280 22 61
SQ702.CL05 SOFT START 1 CL 400 35 22÷26 30÷35 25,5÷63 600 400 280 22 61
SQ702.CL06 SOFT START 1 CL 400 40 30 40 34,5÷72 600 400 280 22 61
SQ702.CL07 SOFT START 1 CL 400 50 37 50 42,5÷80 700 500 290 28 71

SQ702.CL07/2 SOFT START 1 CL 400 50 37 50 46÷106 700 500 290 28 71
SQ702.CL08 SOFT START 1 CL 400 60 45 60 46÷106 700 500 290 29 71
SQ702.CL09 SOFT START 1 CL 400 70 51,5 70 46÷106 700 500 290 30 71
SQ702.CL10 SOFT START 1 CL 400 80 60 80 68÷143 1000 600 370 51 101
SQ702.CL11 SOFT START 1 CL 400 90 66 90 68÷143 1000 600 370 54 101
SQ702.CL12 SOFT START 1 CL 400 100 75 100 81÷171 1000 600 370 57 101
SQ702.CL13 SOFT START 1 CL 400 125 92 125 100÷250 1200 800 470 98 122
SQ702.CL14 SOFT START 1 CL 400 150 110 150 100÷250 1200 800 470 102 122
SQ702.CL15 SOFT START 1 CL 400 180 132 180 135÷315 1200 800 470 102 122
SQ702.CL16 SOFT START 1 CL 400 200 150 200 160÷370 1800 800 470 150 185

THREE-PHASE 400Vac ±10% 50/60Hz
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N.B.: When ordering, check the power and the rated current of the motor

CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP331.230L Wired LEVEL 230Vac control relay with yellow Led light 24Vac

OP100.01 3 level probes kit
OP100.17/024 Wired interface 24Vac relay complete with socket

OP100.17/024/ST Wired interface 24Vac relay complete with socket (thermal trip)
OP100.17/024/CE Wired interface 24Vac relay complete with socket (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.41 Relay kit for PT100 digital temperature monitoring

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
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COMMON USE CLEAN WATER (FILLING) SEWAGECLEAN WATER (EMPTYING) KEY COMPONENTS

Float switch for clean water

Level probes

Float switch for sewage

CONTROL PANEL WITH OPTIONAL:
OP331.230L

CONTROL PANEL WITH OPTIONAL:
OP200.00/1

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL
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SOFT START 2 CL RANGE 3÷125HP

ADVANTAGESGENERAL SPECIFICATIONS

INPUTS / OUTPUTS PROTECTIONS

Electromechanical control panels

·	 N°2 very low voltage inputs for pressure switch or float switches  
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage inputs for pressure switch or float switches 
   (minimum/maximum motor 2 level)

· 	 Maximum current protection for each motor with phases unbalance 
· 	 Protection against lack of phase and missing load

·	 Adjustable acceleration and deceleration ramp by trimmer 
·	 Adjustable starting voltage by trimmer

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	N°2 selector switches for automatic -0- manual operation 
· 	N°2 start-stop buttons for manual operation 
· 	N°2 running Led lights 
· 	N°2 overload Led lights 
· 	Analog voltmeter 72x72 
· 	Voltmeter selector switch 
· 	N°2 analog ammeters 72x72 
· 	Auxiliary circuit protection fuse 
· 	Transformer for auxiliary circuit 
· 	Protection fuse for each motor 
· 	N°2 soft start with by-pass contacts
· 	N°2 line contactors
· 	Forced ventilation complete with filters (from 25Hp) 
· 	Thermostat for fan 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· Easy to program
· Adjustable acceleration and deceleration  	
  ramp
· Line contactors

Soft start and line contactors starting electromechanical control panel 2 motors with voltmeter and ammeters

https://www.salupoquadri.com/innovation/prodotto/soft-start-2/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ712.CL00 SOFT START 2 CL 400 5,5 2,2÷4 3÷5,5 2x(5÷12,5) 700 500 290 27 71
SQ712.CL01 SOFT START 2 CL 400 12,5 5,5÷9,2 7,5÷12,5 2x(10÷25) 700 500 290 27 71
SQ712.CL02 SOFT START 2 CL 400 17,5 11÷13 15÷17,5 2x(17÷32) 700 500 290 27 71
SQ712.CL03 SOFT START 2 CL 400 20 15 20 2x(23÷38) 700 500 290 27 71
SQ712.CL04 SOFT START 2 CL 400 25 18,5 25 2x(22,5÷45) 800 600 290 38 80
SQ712.CL05 SOFT START 2 CL 400 35 22÷26 30÷35 2x(25,5÷63) 800 600 290 38 80
SQ712.CL06 SOFT START 2 CL 400 40 30 40 2x(34,5÷72) 800 600 290 40 80
SQ712.CL07 SOFT START 2 CL 400 50 37 50 2x(42,5÷80) 1000 600 370 62 101

SQ712.CL07/2 SOFT START 2 CL 400 50 37 50 2x(46÷106) 1000 600 370 63 101
SQ712.CL08 SOFT START 2 CL 400 60 45 60 2x(46÷106) 1000 600 370 65 101
SQ712.CL09 SOFT START 2 CL 400 70 51,5 70 2x(46÷106) 1000 600 370 66 101
SQ712.CL10 SOFT START 2 CL 400 80 60 80 2x(68÷143) 1200 800 370 80 122
SQ712.CL11 SOFT START 2 CL 400 90 66 90 2x(68÷143) 1200 800 370 82 122
SQ712.CL12 SOFT START 2 CL 400 100 75 100 2x(81÷171) 1200 800 370 84 122
SQ712.CL13 SOFT START 2 CL 400 125 92 125 2x(100÷250) 1200 800 470 96 122

THREE-PHASE 400Vac ±10% 50/60Hz 
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CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh

OP332.024/R Wired 24Vac MULTI 2 PRO control relay for pressure booster and sewage with interface relay
     OP100.17/024/3 Wired 24Vac interface relay for 3 float switches

OP100.17/024 Wired 24Vac interface relay
OP100.17/024/ST Wired 24Vac interface relay (thermal shot)
OP100.17/024/EC Wired 24Vac interface relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.41 Relay kit for PT100 digital temperature monitoring

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS
N.B.: When ordering, check the power and the rated current of the motor

CONTROL PANEL WITH OPTIONAL: OP332.024R
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The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

STANDARD
CONTROL PANEL



·	 Operating voltage 400Vac ±10% 50/60Hz 
·	 General disconnecting switch with door lock 
·	 N°3 selector switches for automatic -0- manual operation 
·	 N°3 start-stop buttons for manual operation 
·	 N°3 running Led lights 
·	 N°3 overload Led lights 
·	 Analog voltmeter 72x72 
·	 Voltmeter selector switch 
·	 N°3 analog ammeters 72x72 
·	 Auxiliary circuit protection fuse 
·	 Transformer for auxiliary circuit 
·	 Protection fuse for each motor 
·	 N°3 soft start with by-pass contacts
·	 N°3 line contactors 
·	 Forced ventilation complete with filters (from 25Hp) 
·	 Thermostat for fan 
·	 Connection terminal board 
·	 External metal box 
·	 Protection degree IP55 
·	 Operating temperature -5/+40°C

· 	 Adjustable acceleration and deceleration ramp by trimmer 
· 	 Adjustable starting voltage by trimmer
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· 	 Maximum current protection per ogni motore con squilibrio fasi
	 e allarme
· 	 Protection against lack of phase and missing load

SOFT START 3 CL RANGE 3÷60HP

ADVANTAGESGENERAL SPECIFICATIONS

INPUTS / OUTPUTS PROTECTIONS

Electromechanical control panels

·	 N°2 very low voltage inputs for pressure switch or float switches 
   (minimum/maximum motor 1 level) 
·	 N°2 very low voltage inputs for pressure switch or float switches 
   (minimum/maximum motor 2 level) 
·	 N°2 very low voltage inputs for pressure switch or float switches 
   (minimum/maximum motor 3 level)

· Easy to program
· Adjustable acceleration and deceleration  	
  ramp
· Line contactors

Soft start and line contactors starting electromechanical control panel 3 motors with voltmeter and ammeters

https://www.salupoquadri.com/innovation/prodotto/soft-start-3/


CODE TYPE POWER OPERATING DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ722.CL00 SOFT START 3 CL 400 5,5 2,2÷4 3÷5,5 3x(5÷12,5) 800 600 290 35 80
SQ722.CL01 SOFT START 3 CL 400 12,5 5,5÷9,2 7,5÷12,5 3x(10÷25) 800 600 290 35 80
SQ722.CL02 SOFT START 3 CL 400 17,5 11÷13 15÷17,5 3x(17÷32) 800 600 290 35 80
SQ722.CL03 SOFT START 3 CL 400 20 15 20 3x(23÷38) 800 600 290 35 80
SQ722.CL04 SOFT START 3 CL 400 25 18,5 25 3x(22,5÷45) 1000 800 370 60 103
SQ722.CL05 SOFT START 3 CL 400 35 22÷26 30÷35 3x(25,5÷63) 1000 800 370 62 103
SQ722.CL06 SOFT START 3 CL 400 40 30 40 3x(34,5÷72) 1000 800 370 64 103
SQ722.CL07 SOFT START 3 CL 400 50 37 50 3x(42,5÷80) 1200 800 370 73 122

SQ722.CL07/2 SOFT START 3 CL 400 50 37 50 3x(46÷106) 1200 800 370 74 122
SQ722.CL08 SOFT START 3 CL 400 60 45 60 3x(46÷106) 1200 800 370 75 122

THREE-PHASE 400Vac ±10% 50/60Hz
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N.B.: When ordering, check the power and the rated current of the motor

CODE TYPE

OP100.04/4L Wired lack, sequence and asymmetry of phases relay with red Led light 24Vac
OP100.04/5L Wired lack, sequence and asymmetry of phases relay, minimum and maximum voltage with red Led light 24Vac
OP100.05/1 Wired three-phase surge arrester type 2

OP100.15/024 Wired hour counter 24Vac 48x48
OP100.16/1 Wired analog daily timer 72x72 without reserve
OP100.16/2 Wired analog daily timer 72x72 with reserve
OP100.18 Wired starting delay timer (supply mains waiting)

OP100.19/4 Wired module GSM 4 inputs/4 outputs
OP100.09/2 Wired lithium battery 3,7Vdc 600mAh
OP333.230 Wired 230Vac MULTI 3 control relay for pressure booster and sewage

     OP100.17/024/4 Wired 24Vac interface relay for 4 float switches
OP100.17/024 Wired 24Vac interface relay complete with socket

OP100.17/024/ST Wired 24Vac interface relay (thermal shot)
OP100.17/024/EC Wired 24Vac interface relay (external command)

OP210.01 Wired very low voltage input for motor klixon
OP200.41 Relay kit for PT100 digital temperature monitoring

OP200.00/1 Alarm output 24Vac and pure contact
OP100.13/1 Wired siren shut-off button

OP100.13/1/24 Wired siren 24Vac/dc 
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS100.01 Visual and acoustic alarm indicator (BASIC ALARM VA 024) see page 20

SS101.01 Visual and acoustic alarm indicator with buffer battery (TOP ALARM VAB 230) see page 19

OPTIONALS

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CONTROL PANEL WITH OPTIONAL: OP333.230
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OPTIONALS

CODICE TIPO

OP100.03/16 Wired capacitor 16uF
OP100.03/16x10 Wired capacitor 16uF (minimum quantity 10pcs)

OP100.03/20 Wired capacitor 20uF
OP100.03/20x10 Wired capacitor 20uF (minimum quantity 10pcs)

OP100.03/25 Wired capacitor 25uF
OP100.03/25x10 Wired capacitor 25uF (minimum quantity 10pcs)

OP100.03/30 Wired capacitor 30uF
OP100.03/30x10 Wired capacitor 30uF (minimum quantity 10pcs)

OP100.03/35 Wired capacitor 35uF
OP100.03/35x10 Wired capacitor 35uF (minimum quantity 10pcs)

OP100.03/40 Wired capacitor 40uF
OP100.03/40x10 Wired capacitor 40uF (minimum quantity 10pcs)

OP100.03/45 Wired capacitor 45uF
OP100.03/45x10 Wired capacitor 45uF (minimum quantity 10pcs)

OP100.03/50 Wired capacitor 50uF
OP100.03/50x10 Wired capacitor 50uF (minimum quantity 10pcs)

OP100.03/55 Wired capacitor 55uF
OP100.03/55x10 Wired capacitor 55uF (minimum quantity 10pcs)

OP100.03/60 Wired capacitor 60uF
OP100.03/60x10 Wired capacitor 60uF (minimum quantity 10pcs)

OP100.03/70 Wired capacitor 70uF
OP100.03/70x10 Wired capacitor 70uF (minimum quantity 10pcs)

OP100.03/75 Wired capacitor 75uF
OP100.03/75x10 Wired capacitor 75uF (minimum quantity 10pcs)

OP100.03/80 Wired capacitor 80uF
OP100.03/80x10 Wired capacitor 80uF (minimum quantity 10pcs)

CODICE TIPO

OP100.03/40/1 40µF with electronic circuit breaker
OP100.03/60/1 60µF with electronic circuit breaker
OP100.03/80/1 80µF with electronic circuit breaker

OP100.03/100/1 100µF with electronic circuit breaker

WIRED SINGLE-PHASE RUNNING CAPACITORS

WIRED SINGLE-PHASE STARTING CAPACITORS



FIRE-FIGHTING CONTROL PANELS
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· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Three-phases current
	 -  Frequency 
	 -  Power 
	 -  Partial and total hours 
	 -  Dater 
	 -  All information concerning the operation of the motor
· 	 Alarms specifications and delays adjustable from keyboard

EVO 1 EN RANGE 1÷20HP

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Key selector switch for automatic -0- manual operation 
· 	Start-stop button for manual motor starting 
· 	Led test button 
· 	N°3 Led lights for mains supply 
· 	Led light starting request 
· 	Led light failed start 
· 	Running motor Led light 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	Contactor 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	N°2 very low voltage inputs normally closed for start pressure 
   switches

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODE TYPE POWER MAX DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA900.00L EVO 1 EN 400 1 0,75 1 2 500 400 230 16 50
SA900.01L EVO 1 EN 400 1,5 1,1 1,5 3 500 400 230 16 50
SA900.02L EVO 1 EN 400 2 1,5 2 4 500 400 230 16 50
SA900.03L EVO 1 EN 400 3 2,2 3 5 500 400 230 16 50
SA900.04L EVO 1 EN 400 4 3 4 9 500 400 230 16 50
SA900.05L EVO 1 EN 400 5,5 4 5,5 12 500 400 230 16 50
SA900.06L EVO 1 EN 400 7,5 5,5 7,5 14 500 400 230 16 50
SA900.07L EVO 1 EN 400 10 7,5 10 18 500 400 230 16 50
SA900.08L EVO 1 EN 400 15 11 15 25 500 400 230 16 50
SA900.09L EVO 1 EN 400 20 15 20 34 500 400 230 16,5 50

THREE-PHASE 400Vac ±10% 50/60Hz

CODE TYPE

OP100.13/1/24 Wired siren 24Vac/dc
OP100.13/2/24L Wired flashing Led lamp  24Vac

OPTIONALS

Direct starting control panel for fire-fighting units (UNI EN-12845)

Fire-fighting control panels

· Events data logger

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUT

https://www.salupoquadri.com/innovation/prodotto/evo-1-en/
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STAR DELTA 1 EN

· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Three-phases current 
	 -  Frequency 
	 -  Power 
	 -  Partial and total hours 
	 -  Dater 
	 -  All information concerning the operation of the motor 
· 	 Alarms specifications and delays adjustable from keyboard

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Key selector switch for automatic -0- manual operation 
· 	Start-stop button for manual motor starting 
· 	Led test button 
· 	N°3 Led lights for mains supply 
· 	Led light starting request 
· 	Led light failed start 
· 	Running motor Led light 
· 	N°3 amperometric transformers 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	N°3 contactors 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	N°2 very low voltage inputs normally closed for start pressure 
   switches

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

CODE TYPE POWER MAX DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ900.00 STAR DELTA 1 EN 400 7,5 5,5 7,5 14 500 400 230 17 50
SQ900.01 STAR DELTA 1 EN 400 10 7,5 10 18 500 400 230 17 50
SQ900.02 STAR DELTA 1 EN 400 15 11 15 25 500 400 230 17 50
SQ900.03 STAR DELTA 1 EN 400 20 15 20 34 500 400 230 17,5 50
SQ900.04 STAR DELTA 1 EN 400 25 18,5 25 41 500 400 230 17,5 50
SQ900.05 STAR DELTA 1 EN 400 35 22÷26 30÷35 58 600 400 230 23 60
SQ900.06 STAR DELTA 1 EN 400 40 30 40 66 600 400 230 23 60
SQ900.07 STAR DELTA 1 EN 400 50 37 50 82 600 400 230 28 60

THREE-PHASE 400Vac ±10% 50/60Hz

RANGE 7,5÷50HP

CODE TYPE

OP100.13/1/24 Wired siren 24Vac/dc
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS900.00 Visual and acoustic alarm indicator for fire-fighting units (BASIC ALARM EN) see page 123

SS901.00 Visual and acoustic alarm indicator with RS-485 connection for fire-fighting units (TOP ALARM EN) see page 124

OPTIONALS

Star delta starting control panel for fire-fighting units (UNI EN-12845)

Fire-fighting control panels

· Events data logger

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUT

https://www.salupoquadri.com/innovation/prodotto/star-delta-1-en/
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· 	 Multilingual Display LCD to visualize:
	 -  Operating voltage 
	 -  Three-phases current 
	 -  Frequency 
	 -  Power 
	 -  Partial and total hours 
	 -  Dater 
	 -  All information concerning the operation of the motor
· 	 Alarms specifications and delays adjustable from keyboard

· 	Operating voltage 400Vac ±10% 50/60Hz 
· 	General disconnecting switch with door lock 
· 	Key selector switch for automatic -0- manual operation 
· 	Start-stop button for manual motor starting 
· 	Led test button 
· 	N°3 Led lights for mains supply 
· 	Led light starting request 
· 	Led light failed start 
· 	Running motor Led light 
· 	N°3 amperometric transformers 
· 	Auxiliary circuit protection fuse 
· 	Motor protection fuse 
· 	N°2 contactors
· 	Three-phase impedance with thermostat 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	N°2 very low voltage inputs normally closed for start pressure  
   switches

CODE TYPE POWER MAX DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SQ901.00 IMPEDANCE 1 EN 400 7,5 5,5 7,5 14 500 400 230 18 50
SQ901.01 IMPEDANCE 1 EN 400 10 7,5 10 18 500 400 230 21 50
SQ901.02 IMPEDANCE 1 EN 400 15 11 15 25 500 400 230 23 50
SQ901.03 IMPEDANCE 1 EN 400 20 15 20 34 600 400 230 24 60
SQ901.04 IMPEDANCE 1 EN 400 25 18,5 25 41 700 500 240 29 70
SQ901.05 IMPEDANCE 1 EN 400 30 22 30 49 700 500 240 30 70
SQ901.06 IMPEDANCE 1 EN 400 40 30 40 66 700 500 240 33 70
SQ901.07 IMPEDANCE 1 EN 400 50 37 50 82 800 600 290 42 80

THREE-PHASE 400Vac ±10% 50/60Hz

IMPEDANCE 1 EN RANGE 7,5÷50HP

CODE TYPE

OP100.13/1/24 Wired siren 24Vac/dc
OP100.13/2/24L Wired flashing Led lamp 24Vac

SS900.00 Visual and acoustic alarm indicator for fire-fighting units (BASIC ALARM EN) see page 123

SS901.00 Visual and acoustic alarm indicator with RS-485 connection for fire-fighting units (TOP ALARM EN) see page 124

OPTIONALS

Stator impedance starting control panel for fire-fighting units (UNI EN-12845)

Fire-fighting control panels

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUT

· Events data logger

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

https://www.salupoquadri.com/innovation/prodotto/impedance-1-en/


121

· 	Operating voltage 400Vac ± 10% 50 / 60Hz 
· 	General disconnecting switch with door lock 
· 	Key selector for automatic/emergency operation 
· 	Emergency start button under breakable glass 
· 	Siren shut-off 
· 	N°2 automatic battery chargers 6A 
· 	Diode bridge 30A 
· 	N°3 relaunch relays 
· 	N°2 power relays to power the starter motor 
· 	Auxiliary circuit protection fuse 
· 	Battery charger protection fuse 
· 	ILME 16-pole socket for connection to the motor (plug supplied) 
· 	Connection terminal board 
· 	External metal box 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

· 	N°2 very low voltage inputs normally closed for start pressure  
   switches 
· 	Input for command from priming tank 
· 	Input for fuel reserve signaling contact

SINGLE-PHASE 230Vac ±10% 50/60Hz

CODE TYPE STARTING RELAY POWER SUPPLY BATTERY DIMENSIONS mm WEIGHT BOX
CURRENT (A) A-H L-W P-D Kg

SQ905.00 DIESEL 1 EN 12 800 230Vac 12Vdc 500 400 230 18 50
SQ905.01 DIESEL 1 EN 24 800 230Vac 24Vdc 500 400 230 18 50

DIESEL 1 EN RANGE 12÷24V

Motor pump starting control panel for fire-fighting units (UNI EN-12845)

Fire-fighting control panels

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUT

· Events data logger

The addition of some optionals can imply changes on the size of the control panel. For further details please contact our technical/commercial department.

· 	 Multilingual Display LCD to visualize:
	 -  Battery A voltage 
	 -  Battery B voltage 
	 -  Motor revs 
	 -  Motor temperature 
	 -  Fuel level 
	 -  Oil pressure 
	 -  Oil temperature 
	 -  Local temperature 
	 -  Water pressure 
	 -  Startings counter 
	 -  Work hour counter 
	 -  Three-phase or single-phase mains supply 
· 	 Alarms specifications and delays adjustable from keyboard 
· 	 List of events up to 250 storable

CODE TYPE

OP100.13/1/12 Wired siren 12Vdc
OP100.13/1/24 Wired siren 24Vac/dc

SS900.00 Visual and acoustic alarm indicator for fire-fighting units (BASIC ALARM EN) see page 123

SS901.00 Visual and acoustic alarm indicator with RS-485 connection for fire-fighting units (TOP ALARM EN) see page 124

OPTIONALS

https://www.salupoquadri.com/innovation/prodotto/diesel-1-en/


Fire-fighting control panels

JOCKEY 1 EN

CODE TYPE POWER MAX DIMENSIONS mm WEIGHT
Kg

BOX
kW Hp CURRENT [A] A-H L-W P-D

SA990.02L JOCKEY 1 EN 400 10 0,37÷7,5 0,5÷10 0,5÷16 285 245 140 2,7 03
SA990.03L JOCKEY 1 EN 400 15 2,2÷11 3÷15 4÷25 345 285 165 3,3 04
SA990.04L JOCKEY 1 EN 400 20 7,5÷15 10÷20 16÷32 345 285 165 3,4 04

TRIFASE 400Vac ±10% 50/60Hz

CODE TYPE

OP100.13/1/12 Wired siren 12Vdc
OP100.13/2/12L Wired flashing Led lamp 12Vdc

OPTIONALS

CODE TYPE

AC100.20/1/30 Led electronic board 1 pump with flat cable 16pin 30cm
SD667.20/1 Three-phase MULTI 1 electronic board 20A

SD667.30-40/1 Three-phase MULTI 1 electronic board 30-40A

SPARE PARTS

Direct starting electronic control panel for Jockey pump

RANGE 0,5÷20HP

· 	Operating voltage 400Vac +15/-20% 50/60Hz
·  General disconnecting switch with door lock 
·  Button for automatic -0- manual operation 
·  Maximum current trimmer
·  Timed probe trimmer 1÷240min 
·  Probe sensitivity trimmer 1÷100kohm 
·  "POWER" Led light (supply mains) 
·  Running Led light 
·  Motor overload Led light 
·  Motor klixon intervention Led light 
·  Motor status Led light
·  "PRESSURE SWITCH STATUS" Led light
·  "LEVEL STATUS" Led light 
·  Auxiliary circuit protection fuse 
·  Motor protection fuse 
·  Contactor 
·  External thermoplastic box 
·  Cable glands 
·  Protection degree IP65 
·  Operating temperature -5/+50°C 
·  Relative humidity 60% at 50°C (not condensed)

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUT
·  N°4 very low voltage inputs 
·  Very low voltage input for motor klixon 
·  N°2 alarm outputs 12Vdc max 200mA
·  Alarm output max 5A NC-COM-NO (pure contact)

· 	 Configuration via Dip switch
· 	 Dry running with 3 or 2 timed probes level control
· 	 Adjustable probe sensitivity
·   Emptying/Filling (1 input/2 inputs) function
· 	 Operation with pressure switches, float switches and probes

PROTECTIONS
· 	 Maximum current protection with alarm
· 	 Lack and sequence of phases protection with automatic reset and               
    alarm
· 	 Deactivable minimum and maximum voltage protection with automatic
     reset and alarm
· 	 Motor klixon protection with automatic reset and alarm
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https://www.salupoquadri.com/innovation/prodotto/jockey-1-en/


Fire-fighting control panels

BASIC ALARM EN

CODE TYPE INDICATOR AUTONOMY POWER SUPPLY DIMENSIONS mm WEIGHT BOX
VISUAL ACOUSTIC A-H L-W P-D Kg

SS900.00 BASIC ALARM EN VAB 230 Led 90dB 24h 230Vac 285 245 140 2,3 03

Visual and acoustic alarm indicator for fire-fighting units (UNI EN-12845)

ADVANTAGES

GENERAL SPECIFICATIONS

INPUTS / OUTPUTS
·  Possibility to connect up to 3 EN fire-fighting panels
·  Supply mains absence signaling 
·  Siren shut-off
·  Lamps test

· 	N. 3 very low voltage NC input for type A alarms
· 	N. 10 very low voltage NC input for type B alarms 
· 	Alarm output max 5A NC-COM-NO for type A signaling
· 	Alarm output max 5A NC-COM-NO for type B signaling

· 	Operating voltage 230Vac 
· 	Siren shut-off button
· 	Lamps test button
· 	Green supply mains Led light
· 	TYPE A red alarm Led light
· 	TYPE B yellow alarm Led light 
· 	Acoustic indicator 
· 	Buffer battery 12Vdc 1,3Ah with charger 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C
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https://www.salupoquadri.com/innovation/prodotto/basic-alarm-en/


TOP ALARM EN
Fire-fighting control panels

CODE TYPE INDICATOR AUTONOMY POWER SUPPLY DIMENSIONS mm WEIGHT BOX
VISUAL ACOUSTIC A-H L-W P-D Kg

SS901.00 TOP ALARM EN VAB 230 Led 90dB 24h 230Vac 200 260 100 2 -

Visual and acoustic alarm indicator with RS-485 connection for fire-fighting units (UNI EN-12845)

GENERAL SPECIFICATIONS
· 	Operating voltage 230/400Vac 
· 	Siren shut-off button
· 	Lamps test button
· 	Led lights for signaling alarms and anomalies for each panel
· 	Signaling mantained even in the absence of main power
· 	Possibility to connect up to 2 alarm panels 
· 	Acoustic indicator 
· 	Buffer battery 12Vdc 1,3Ah with charger 
· 	Connection terminal board 
· 	External thermoplastic box 
· 	Cable glands 
· 	Protection degree IP55 
· 	Operating temperature -5/+40°C

INPUTS / OUTPUT
·  RS-485 port for connection to different units
·  Cumulative alarm output max 5A NC-COM-NO

ADVANTAGES
·  Possibility to connect up to 3 EN fire-fighting panels
	 to each alarm module
·  Possibility to connect up to 2 alarm modules
·  Simplified connection thanks to RS-485 serial port
·  Supply mains absence signaling 
·  Siren shut-off
·  Lamps test
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CODE TYPE DIMENSIONS mm
A-H L-W P-D

SD331.024 LEVEL 24Vac 90 35 58
SD331.230 LEVEL 230Vac 90 35 58
SD331.400 LEVEL 400Vac 90 35 58

LEVEL CONTROL RELAY WITH ADJUSTABLE PROBE SENSITIVITY DIN SERIES

CODE TYPE DIMENSIONS mm
A-H L-W P-D

SD332.024 MULTI 2 24Vac 90 53 58
SD332.230 MULTI 2 230Vac 90 53 58
SD332.400 MULTI 2 400Vac 90 53 58

CODE TYPE DIMENSIONS mm
A-H L-W P-D

SD333.230 MULTI 3 230Vac 90 70 58
SD333.400 MULTI 3 400Vac 90 70 58

CODE TYPE DIMENSIONS mm
A-H L-W P-D

SD322.00 Lack, sequence and asymmetry of phases relay 90 18 66
SD322.10 Lack, sequence and asymmetry of phases relay, and min. and max. voltage 90 18 66

2 MOTORS DIN SERIES CONTROL RELAY FOR PRESSURE BOOSTER AND SEWAGE

3 MOTORS DIN SERIES CONTROL RELAY FOR PRESSURE BOOSTER AND SEWAGE

PHASES PROTECTION RELAYS DIN SERIES

CODE TYPE DIMENSIONS mm
A-H L-W P-D

SD304.024 BATTERY CHARGER 24Vac/dc 90 53 58

BATTERY CHARGERS DIN SERIES

CODE TYPE DIMENSIONS mm
A-H L-W P-D

SD334.230 MULTI 4 230Vac 90 70 58
SD334.400 MULTI 4 400Vac 90 70 58

4 MOTORS DIN SERIES CONTROL RELAY FOR PRESSURE BOOSTER AND SEWAGE

CODICE TIPO DIMENSIONI mm
A-H L-W P-D

SD332.024/R MULTI 2 PRO 24Vac 90 53 58

PRO 2 MOTORS DIN SERIES CONTROL RELAY FOR PRESSURE BOOSTER AND SEWAGE

CODICE TIPO DIMENSIONI mm
A-H L-W P-D

SD100.17/024/3 24Vac interface relay for 3 float switches 90 53 58
SD100.17/024/4 24Vac interface relay for 4 float switches 90 53 58

INTERFACE RELAY FOR FLOAT SWITCHES

CODICE TIPO DIMENSIONI mm
A-H L-W P-D

SD100.79/B On board 4G electronic board 35 110 52
SD100.49/B On board MODBUS RS-485 electronic board 35 110 52
SD100.59/B On board Ethernet - WiFi electronic board 35 110 52
SD100.79/B On board 4G electronic board 35 110 52

ON BOARD 4G, MODBUS AND ETHERNET-WiFi ELECTRONIC BOARDS
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GENERAL CONDITIONS

1. ORDERS
All the orders executed through our sales network or directly send by the purchaser to our company are definitive only
when regularly accepted through written order confimation.

2. PRICES
The prices don’t include taxes and they could change according to the market run, production costs and exchange rate 
between Euro and other currencies.

3. DELIVERY
Delivery terms are not binding but they depend on the manufacture possibilities or acts of God (labour movements, machi-
ne failures, supplier’s late delivery, row materials general conditions, fies, inun-dations or others).Delay don’t allow forms 
of compensation or indemnity for damages.

4. FORWARDING
Goods will be delivered at buyer’s risk even for carriage paid shipment. Salupo S.r.l. declines every responsibility for theft, 
breakdown or tampering during the carriage. In this case the only responsible for carriage failure is the carrier.
Before taking goods the addressee must control them and in case of problems he must inform in writing Salupo S.r.l.
After 8 days from date goods are received no claims can be accepted.

5. OWNERSHIP RIGHT
Goods supplied will be Salupo S.r.l. property until complete payment of price, interest rates and freights due. In case of 
lack of payment or default goods, they must return to Salupo S.r.l. The ownership right is also valid if goods have been 
transformed or modified.

6. GUARANTEE
Salupo S.r.l. products are all of high quality and conform to the standards mentioned in the catalogue. Merchandise is 
guarantee only according to the law. Anyway the buyer has to control it before the use, testing it when necessary.

7. PAYMENT
Payments can’t be deferred. In case of late payment Salupo S.r.l. will apply interest rates according to the current bank 
rates. In case of foreign supplies, payments will be through irrevocable letter of credit or conditions agreed.

8. IMPOSSIBILITY OF ACTION
The client can’t refuse or suspend the payment, even in case of contests or complaints. He can’t start a judicial action 
without having paid the amount according to the defined tems.

9. TECHNICAL CHARACTERISTICS
Technical information, measures and illustration in this catalogue are only as indication.

10. COMPETENT COURT
The Court of Patti (Messina) – Italy shall be competent for any legal controversy.

11. CLAIMS
Before taking the merchandise the addressee must control it and in case of problems he must inform Salupo S.r.l. through 
a written document, indicating the invoice number. Claims must be done in writing within 8 days from the date merchan-
dise is received.
The articles presented in this catalogue can change concerning both shape and characteristics without prior notice. 
In the event that a product doesn’t fully comply with your expectations, we will always try to find a way to completely satisfy 
our customers. The use of texts, either partial or complete, images, drawings or anything else that is part of this catalogue 
is prohibited.
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